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ABSTRACT

The radiological recovery of essential facilities within a fallout
area is a complex task. It involves the scheduling, application and
control of a variety of tools and skills for recovery. Execution of a
recovery operation must be swift and efficient to avoid the over-exposure
of work crews to the radiation hazard. Thusp safe and effective perform-
ance will depend upon the advance formulation of a detailed radiological
recovery plan.

A special recovery planning procedure has been under development
for several years. In its present form the procedural concept has
proved quite feasible, as demonstrated by the results of the Complex II
experiment. However, a nunber of critical planning variables and re-
lated factors have required closer inspection and measurement. For this
reason the Complex III experiment was instituted.

Some of the pertinent experimental results, leading to a more re-
fined recovery planning procedure, are as follows:

1. Contribution factor calculations were confirmed by the experi-
mentally determined values; so much so, in fact, that the resulting
improved method of calculation is recommended for recovery planning
purposes.

2. Reclamation coefficients (used in estimating recovery dose)
appeared to vary with surface-method combination and effort. Because
of experimental differences, comparison of these coefficients with their
counterparts derived from Complex II results indicated no more than an
approxinate aeree:zent.

3. Final effectiveness in the reduction of the general radiation
level by the combined action of weathering (by winds) and recovery was
97 %. Wind action accounted for approximately 1/3 of the total reduction.

4. Total recovery time (or effort) predictions were low by approxi-
mately 10 1;' because of the consistent trend in underestimating the times
expected for individual reclamation jobs.

5. At least 1/5 of the total recovery time was devoted to support
iunctions - those tasks not directly contributing to the dislod ement
and removal of fallout material.

i



Problem

Following a nuclear attack, it is the responsibility of the radio-
logical defense system to reduce the hazardous conditions created by
the radioactive fallout. Aside from the employment of personnel shelters
(during the emergency), an effective radiological defense relies upon
the physical removal and/or suppression of the fallout material (follow-
ing the emergency). This part of the defense effort is called radio-
logical recovery.

The radiological recovery of essential facilities within a fallout
area is an extensive and complicated task. Because of the variety of
surface conditions encountered, a wide assortment of tools and skills
for recovery are required. The effective reduction of fallout (or its
effects) must be carried out quickly and efficiently to avoid over-
exposure of the recovery crews to the radiation hazard. Thus it is
evident that a successful recovery operation will depend upon thorough
advance planning. Furthermore, radiological considerations must govern
the planning procedure.

A recovery planning procedure is currently available as a direct
result of the Complex 11 fallout target recovery experiment. Although
the procedure proved to be quite feasible, certain improvements were
required to broaden its application. The Complex II1 experiment was
performed to measure critical planning variables and related factors
which would improve the current recovery planning procedure.

Findings

A test site containing approximately 3 acres was contaminated with
a radioactively traced fallout simulant. The entire site (including
building roofs, grounds, and streets) was then recovered using six dif-
ferent reclamation methods. Documentation of the required information
was achieved through;

(1) system of continuouslyv recording remote gamma measuring devices.
2 Monitoring of all reclamation tasks with portable radiacs.
. On site meteorological measurements.

S Tlhie and motion studies.
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As a result, the fallout reduction effects of wind erosion and
recovery effort were determined. The list of reclamation coefficients
(needed to coapute reclamation crew dosage) was extended, and the be-
havior of the3e coefficients as a function of method and effort was
studied. The method for predicting the radiation contributions of
various target components to a common location of interest was made more
reliable. Correction factors were found for adjusting recovery time and
effort estimates. Together, these findings will permit further refine-
nent of the recovery planning procedure.
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GLOSSARY OF RADIOL0GICAL DWSE TZNES*

Ikeriency Rhse. The first phase of the radiological defense system.
Dring this period of peak radiological hazard the controlling counter-
measure consists of adequate shelter.

Operational recovery hase . The second phase of the radiological defense
system that isiediately follows the emergency phase. Recovery of essen-
tial facilities is accoalished to permit resunption of the basic mission.

Radiological Recovery. That part of the overall recuperative effort
concerned with reducing the radiation hazards to a level that permits
the resunption of an installation's essential functions. Recovery em-
braces whatever countermeasures are necessary.

Countermeasure. Any of several methods or principles used in reducing
fallout radiation effects. Three types of countermeasures applicable
during the recovery phase are reclamation, shielding and scheduled con-
trol of personnel.

Reclation. The reduction of radiation intensity by removing fallout
material or burying it in place. Firehosing and plowing are exanples
of available procedures.

Effectiveness. The measure of the fallout-removal capability of a
countermeasure or an entire recovery operation. It is usually expressed
in terms of the fraction remaining (F) or the percent removed O(.10(1-F)]
with respect to either the decay-corrected radiation level or the amount
(mass) of fallout material initially present.

Standard radiation intensity. The observed radiac dose rate 3 feet
above a uniformly contatmnated open .area produced by the total deposited
fallout corrected for decay to 1 hour after detonation.

tecific activity. A measure of the radioactivity per unit mass (6c/g)
of fallout sIiilant. For real fallout, specific activity is given in
fissions/g.

*Generally used in M ological defense.
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Residual ILM*or (1N). A measure of countermeasure effectiveness. It
is the fraction of the potential dose from the unaltered radiation
field that vould be received after application of the countermeasure.
Mhe more effective the countermeasure, the smaller the residual nu*er
and, hence, the smaller the dose.

xi



CHAPM.U 1

INTRODUCTION

The threat of a high radiation field created by radioactive fallout
after a nuclear attack has prompted the development of a radiological
defense system. This system is predicated upon the combined concept of
shelter protection during the emergency phase* and the physical reduction
of fallout (or its effects) during the operational recovery Phase. The
actual task of fallout reduction is called the radiological recoverye.
Developing the means for planning its timely and efficient execution is
the prime concern of this report.

1.1 kCKGGOUND

Radiological recovery of essential facilities within a fallout
pattern is a large and complicated process. Due to the variety of
surface conditions that will be encountered, a wide assortment of tools
and recovery skills will be involved. In areas of high fallout concen-
tration, tons of accumulated fallout must be removed. For this reason
considerable numbers of heavy equipnent, with operators, will be required.
In addition, optimum recovery of a given built-up target complex may
require the coordinated application of sweeping, flushing, burial and
soil-removal reclamation methods.

Obviously an operation of such magnitude must be preceded by an
intensive planning stage. A random recovery program could achieve the
desired reduction of the fallout hazard, but the recovery effort might
be greater than necessary. Also, this could mean needless and perhaps
dangerous overexposure of recovery teams to the radioactive field. Con-
ventional planning, as practiced in non-radiological situations, will
minimize the waste of time, manpower and supplies. However, efficient
recovery planning techniques must include radiological considerations
to obtain an acceptable balance between the gains in fallout reduction
and the cost in dose to personnel.

In 1959 and 1960 a series of three "Target Complex" experiments
were conducted at Camp Parks to reconcile the operational requirements of

*Bee glossary for definition of underlined terms.
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radiological recovery with those of dosage control. Each experiment
involved the full scale recovery of an artificially contaminated built-
up complex including buildings, streets and grounds. The first test,
Complex 1,l demonstrated the feasibility of a full scale radiological
recovery effort. Of greater significance, however, was the verification
in principle of Lee's2 approach to recovery planning. The second test,
Complex 11,l crystalized these principles into an improved recovery
planning procedure. The worth of this procedure for planning to a safe
dose limit was established by the experimental evidence.

A third test, Complex III, was performed to measure critical plan-
ning variables and related factors leading to a more refined recovery
planning procedure. During this experiment tighter control was maintained
over the various reclamation methods than was previously possible. Tech-
nical improvements in the radiation detection systems improved the accu-
racy of the data and broadened its coverage.

1.2 OBJECTIVES

Complex III had the following objectives:

a. To obtain a more precise measure of those factors pertinent to
effective planning (shielding factors, contribution factors, and dose
reduction factors).

b. To determine the overall cost and performance of a target com-
plex recovery operation (in terms of reclamation effectiveness, effort,
rate and dose. )

c. To measure the removal effectiveness by weathering and evaluate
its contribution to the total recovery of the target complex.

d. To observe the effect of heavier mass loading upon the perform-
ance and results of radiological recovery.

1.3 REPORT PUAN

In meeting the above objectives, the Complex II3 test results may
appear to be unrelated. However, the results all contribute toward the
improvement in the radiological recovery planning procedure. In order
to conserve space and because it is described in the Complex I and II
report, the recovery planning procedure has been omitted from the Complex
III report. Instead, sufficient theory associated with the planning
procedure has been included where necessary to permit an understanding
of the findings.

2



Chapter 2 presents the radiological conditions simulated and the
experimental details necessary to conduct an experiment of this size.
The properties of the fallout slmul nt, including a description for its
production and dispersal techniques are described.

Chapter 3 - Results and Discussion - covers four main topics. In
the first section, Time and Motion Studies, an analysis is made of those
factors found to affect manpower requirements and reclanation method
efficiency - two important aspects of recovery planning.

The second section is entitled Dose Pate Reduction. Curves of dose
rate versus time demonstrate the reduction in the radiation fields (at
different locations within the complex) due to the migration and removal
of the fallout simulant by wind action and recovery effort. Comparisons
of the reduction effectiveness of these two processes are made as a
function of surface typo. This information is valuable in improving
future dose predictions and also in selecting effective reclamation
methods.

The third section, Recovery Dose, presents the concept for comput-
ing expected dose to recovery personnel. Derivations of dose reduction
factors are given together with tables of the actual factors for a num-
ber of reclamation method to surface combinations. This ability to
estimate gemsn dose to recovery crews is a critical requirement in the
planning procedure.

The subject of Radiation Contributions is treated in the fourth and
last section of Chapter 3. An improved system for calculating contribu-
tion factorE is given. These factors are compared with measured contri-
butions to demonstrate the validity and accuracy of the system. The
capability for obtaining reliable contribution factors is extremesy
important, since it forms the basis for all estimates of such planning
values as the target shielding factor, dose reduction factors and re-
covery effectiveness values.

3



CHAP¶SR 2

EEXRnMkT L DEWJIL

2.1 1ADIOIDGICAL CONDITI0NS

Complex III simulated the recovery of a target complex subjected to
the idealized radiological conditions listed in Table 2.1. The condi-
tions* shown were based on calculations made by Miller 3 in his develop-
ment of a fallout model for land surface detonations.

Simulated fallout (radiotraced silica particles) was deposited on
the non-vertical surfaces of the target complex. The total area thus
covered contained just over 3 acres of building roofs, streets, lawns,
walks and fields. The average amount of material deposited on each
square foot was governed by the chosen standard intensity. Table 2.1
indicates that for the 1-MT weapon yield and distance involved, a fall-
out deposit of 90 gift 2 would give an E+l hr intensity of 2700 r/hr, at
3 ft above the surface. If the wind were 15 mph and essentially uni-
directional at all altitudes through which the particles fall, this
stanidard intensity (and mass loading) would be found at a distance of
33 miles downwind from the point of detonation. The experimental con-
ditions for Complex I and II are also given in Table 2.1 for comparison.

The selection of the silica grain sizes used in the fallout sifr-
lant was based on the assumed weapon yield, wind velocity, and the dis-
tance from the explosion. The largest particles arriving would be
about 350 P, (0.0137 in.) in diameter, and the smallest about 150 p
(0.0059 in.). The first ones would arrive at about 1.5 hr after the
detonation and the last at about 2-3/4 hr, with the most rapid rate of
deposition between 2 to 2-1/4 hr. As the particles accumulate on theaeae, the ges radiation rate would increase rdu.1ly with time until
it reached a maxiimu level of 780 r/hr at about 2-1/4 hr after detonation,
end from then on would decrease due to radioactive decay. The dose rate
build-up and decay predicted from Miller's model are shown in Fig. 2.1.

56 Appendix A for a deFlrivation of these conditions from criteria
established in ReHf. 3.



Table 2.1

Assumed Radiological Conditions for a lAnd-Surface Burst

Complex III Complex I Complex II

Weapon yield (KT) 1000 1000 100
Distance downwind (miles) 33 40 13
Standard intensity (r/hr) 2700 2000 1000
Fallout arrival time (hr after 1.5 1.75 0.7
burst)

Fallout cessation time (hr after 2.75 3.25 1.1
burst)

Maximum particle size (microns) 350 320 500
Minimum particle size (microns) 150 150 275
Nominal mass loading (g/ft 2 ) 90 50 30

The experiments were done in a temperate climate, and the data
collected is restricted to these conditions. Other climatic conditions,
such as freezing temperatures, snow, or large amounts of rain would
greatly alter recovery in terms of expected reclamation effectiveness
and effort expended.

2.2 TST SITE OCIDITIONS

The target complex site utilized for Complex I and II again served
as the test site for Complex III. Figure B.1 (Appendix B) shows the
location of the target complex in relation to other facilities used at
Camp Parks in this experiment. Figure B.2 shows the layout of the
target complex area and the location of the fixed remote area monitor-
ing system (RAMS). Descriptions of the various components are given in
Table 2.2.

The size and configuration ct the target complex area were the
same as for Complex II. However, additional sidewalks were constructed
behind buildings 572 and 573, additional lawns were planed around
building 573 and the Volleyball Court was taken out and made part of the
East Iand area. Figures 2.2 and 2.3 show the various components of the
complex.
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TAM 2.2

Target Complex Components

Component Size Description
(ft 2)

Bldg. 570 2,700 Tar and gravel roof; single story, light
wooden frame suppley building.

Bldg. 571 2,700 Tar and gravel roof; single story, light
wooden frame supply building.

Bldg. 572 2,700 Tar and gravel roof; single story, light
wooden frame supply building.

Bldg. 573 5,830 Tar and gravel roof; two story, wooden
frame BOQ quarters.

loth St 14,185 Asphaltic concrete street. 32 ft wide;
concrete curbs on both sides.

Hamilton Ave. 13,230 Asphaltic concrete street. 32 ft wide;
concrete curbs on both sides.

Plaza 29,820 large asphalt paved area. New 2 in. top-
ping of asphalt paving.

ParkinZ Strips 7,525 Various asphalt paved parking strips and
loading areas near buildings.

Terrace 21,330 Large cultivated sloping land area behind
bldgas 572 and 573.

East Field 16,940 land area east of complex. Cultivated
and harrowed.

lawns 13,550 lawns planted around buildings. New sod
not deeply rooted.

Planter Beds 2,130 2-3 ft wide planting areas between side-
walks and buildings.

Sidewa1~s 8,720 Portland cement and asphaltic concrete
sidewalks around buildings.

!41, 3ý0



Fig. 2.2 View of Target Coplex Looking West

Fig. 2.3 View of Target Complex Looking East~
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2.3 OPERATIONAL SCOPE

The experiment consisted of four distinct phases, namely; pre-
planning and preparation, simulant production, dispersal of simulant,
weatherina and recovery. Starting with the pre-plannina and the pre-
paration of facilities to the final stages of recovery the experiment
extended over a three month period. Included in this period was the
trainin, of enlisted personnel* in the techniques of radiological re-
covery.

2.4 FALLOUT MATERIAL

A dry fallout simulant, consisting of sized sand particles taGged
with a radioactive tracer, simulated fallout resulting from the radio-
logical conditions hypothesized in Section 2.1. For the test applica-
tion, it vas unnecessary to duplicate or simulate all of the properties
of real fallout. However, the measurement and control of four critical
fallout properties were required:

a. Mass per unit area as related to standard intensity.
b. Size distribution.
c. Particle density.
d. Insolubility of tracer.

The radiotracer provided a means of

a. Verifying the initial mass levels of fallout.
b. Following the effects of weathering on the dose rate.
c. Determining the final levels of contanination.
d. Measuring actual Ganma dosage to recovery crews.

The specific activity used had no special significance, but was suffici-
ently high to yield easily measurable radiation rates after the effects
of weathering, recovery and decay.

It should be pointed out here that no attempt was made to create
r/hr radiation fields experimentally. Although particle sizes and rass
loadings were achieved, radiatton levels were held to 100 mr/hr or less
for obvious regsons of safety. It is interesting and important to note
that Bal4O-La14O (the isotope used as the tracer) contribute about 65 %
of the geema dose from g.ao e products at about the same time
after fission that is postulated in this experiment. It follows that all
findings related to gamma ray properties (e.g., dosaGe and attenuation)

.. osely approximate those from real fallout.

*From the Construction Battalion Center, Port Hueneme, Calif.
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The preparation and use of fallout simulant consisted of the follow-
ing phases: (I) hot-cell processing of the isotope; (2) sieving the bulk
carrier material (sand); (3) tagging the sand with the radiotracer; (4)
dispersing the resultant fallout simulant; and (5) conducting radioactive
analyses of samples taken from this same material. A resume of these
phases follows.

2.4.1 Isotope Procurement and Processing

The radioisotope Ba 10-l140 was used as the tracer in the fall-
out simulant. The required quantities of the radiobarium-140 were
obtained from the Los Alamos Scientific laboratory and transported via
air to the tept site in an uranium shipping container. One thousand
curies of BaI40 (with - 1200 curies of Ia1 40 daughter) were received
as nitrate salts combined with inactive barium nitrate carrier. The
radioisotopes were further processed in a hot cell.

When the parent-daughter mixture of a 40-l.a140 reaches equili-
brium, over 90 % of the potential gaimm radiation exposure is contri-
buted by the daughter La1.40. To avoid this potential- exposure during
the production of the fallout simulant, the Lal 4 0 was chemically separ-
ated from the BL140 within the confines of the hot-cell. Thus the
radioisotope solution prepared for the tagging of the sand contained
only Ba14O (representing less than 10 % of the potential gamma dose
rate). However, prior to dispersal and the start of the experiment,
the fallout simulant material was store• for ten days to permit the
1a1 4 0 to reach equilibrium with the Ba 1 40 and thereby avoid ambiguity
in the radiation measurements.

2.4.2 Bulk Carrier Material

Commercial Monterey sand* was obtained for use as the bulk
carrier material. To provide the particle size range conforming with the
assumed fallout conditions, it was necessary to further sieve the mat-
erial. The 150 to 350 p bulk carrier was separated from the §/6b Del Monte
sand by a single pass through a NoVo** screening machine equipped with
a -48 mesh screen (297 g openings). The original particle size distri-
bution of the conmmercial sand and the selected particle size is given
in Table 2.3.

* Obtained from Del Monte Properties Co., Sand Department, 600 Market St.,
San Yrancisco' Calif.

**NoVo Division, Industrial Enterprises Inc., 9705 Cottage Grove Ave.,
Chicago 28, Ill.

10
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2.4.3 Production of Fallout Simulant

The tagging of the bulk carrier material with the radiobarium-140
was accomplished in modified 14-ft 3 concrete mixers. First a 500-lb
batch of the sieved sand was placed into a mixer. The prepared radio-
barium solution was then pumped from the hot cell to a nozzle mounted
in the rotating mixer and sprayed onto the sand particles. To obtain
the specific activity necessary for adequate inptrument response to
gamma radiation, approximately 50 curies of B&140 were sprayed onto
each 500-1b batch of sand. A solution of water glass (sodium silicate)
was then sprayed onto the tagged particles to coat the sand particles
with an average thickness of a few microns. The batch was dried in the
mixer by forced draft hot air.

After drying, the tagged sand was transferred into stainless steel
pans, placed into a gas fired refractory lined furnace, and fired for
1 hour at 10000 C to fuse the silicate coating and thereby seal in the
radionuclides. After cooline, each 500-lb batch of tagged sand was
transferred to a holding hopper and stored for the ten day aging period
as explained in Section 2.4.1. Laboratory leaching experiments in water
on samples of the tagged sand indicated less than 0.5 % leaching.

After the aging period, each 500-lb batch of tagged sand was
blended in a transit mix truck with 3500 lb of inert sand having the
same particle size distribution. This 7-to-l dilution produced the
required specific activity (approximately 9 gc/g at start of dispersal).

2.4.4 Radioactivity Analysis

A sample from each 500-1b batch of fallout simulant was analyzed
to determine the specific activity of the dispersed material. The
material collected in the sampling pans was also counted to determine
final specific activity and the uniformity of blending the tagged with
the untagged particles. Table 2.4 lists the data obtained from these
analyses. It can be seen that the specific activity was sensibly con-
stant throughout the production and dispersal phases.

Decay measurements taken on an aliquot of the radiobarium solu-
tion verified the Bal 4O rate of decay over the period of the experiment.
Decay correction factors for all gamma measurements were therefore based
on a 12.8 day half life.

12



TABLE 2. 4

Specific Activity*of Fallout Simulant

Hopper Low Geometry Scintilltion Counter hs Ion CnLid.r

N o .( m / ) ( p ots ) - ( 1 0 " I/ ) ( P C s )

Prior to Diaswyal

9 1660 8.59 1436 8.637 1900 9.75 494 9.78
6 1850 9.50 472 9.34

1830 9.39 ha 901
1700 8.72 461 9.13

3 166o 8.52 142 8.39
2 18 9 455 9.01
1 1640 8.42 432 8.55

Average 9.01 9.00

Target Location of No. of Low Oeometry Scintil2ation Mass Unit
Components Pan Samples Samples Counter T nE Activity

'c"/2g) (I/4 ((liof2 (g)ltI)

After Dispersal

Roofs Bldg 5 6 1790 8.97 92.5 828.0
571 6 167o 8.•6 103.2 883.0
572 6 1700 8.72 95.9 836.0
573 3.0 166D 8.51 96.7 823.0

Grounds [mm 5709 187 9.59 96.0 991.0
n 571 1, 1890 9.69 81.0 785.0

Park 'g strips 571 12 1-730 8.8 93.0 825.0
law 572 6 1830 76.4 717.0
Park'g strips 572 2 1740 67.0 597.0
Lawn 573 6 2D60 10.9562 99.0 146'.0
Walk 573 17 1760 9.02 56.0 505.0

Fields East Field 16 1890 9.68 84.0 811.0
Terrace 12 1811 9.29 97.0 902.0

Pavements 1Oth St 24 1700 8.72 111.0 967.0
N. Hamilton 12 1600 8.20 98.0 803.0
S. Hamilton 12 1590 8.15 105.0 855.0
N. Plaza 12 1670 8.56 203.0 882.0
C. Plaza 12 1800 9.23 79.0 729.0
S. Plaza 12 i0f 8. 0 i08.0 907.0

Weighted Averages 9.00 95.0 854.0

*AnI specific activities decayed to a comnon time of 0001 hr on D4O uays.
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2.5 DISPRSAL OFALLOUT SDWIANT

The synthetic fallout was dispersed on the large paved and unpaved
areas by means of a Burch Irdron Spreader. The spreader was mounted on
the rear of a 2-1/2 yd3 dump truck and was fed from a hopper which had
a capacity of 3000 lb. Raising the truck bed delivered the sand to the
spreader, and a positive displacement feed roll dispersed the fallout
simulant in an 8-ft wide path.

Hand-pulled garden spreaders were used to disperse the fallout
simulant on all roofs, lawns, sidewalks, and other areas where the dump
truck could not be used. The spreaders had a hopper capacity of 2D0 Ib
of sand and a spreading width of 23 in. Each spreader was calibrated
to disperse the desired amount of material for a given hopper slot set-
ting and forward speed. Several spreaders usually were operated in
tandem, paced by one spreader equipped with a tachometer.

Representative samples of the simulant were collected in shallow
pans placed just prior to the dispersal of a given area. From the
weight of each sample and the area of the pans (1.22 ft 2 ) the average
amount and concentration of material was determined. A total of 31,800
lb of fallout simulant were dispersed. Table 2.5 gives the amount and
concentration of synthetic fallout material dispersed on each component
surface as determined by means of the sampling pans.

An average mass loading of 95 g/ft2 was dispersed over the entire

complex area. This resulted in an average unit activity of 0.85 Mc/ft 2

which created initial radiation levels of 100 mr/hr at a height of 3 ft.

2.6 INST A.TI

The measurements required to fulfill the objectives specified in

Section 1.2 were obtained with the following types of instruments:

a. ILboratory gamma radiation counters.
b. Fixed remote area monitoring system.
c. Portable radiacs.
d. Meteorological instruments.
e. Topographical survey instruments.

A brief description and usage of each type of instrument follows:

2.6.1 Laboratory Gamma Radiation Counters

The specific activities shown in Table 2.4 were measured with
the two types of counters described below. The first instrument counted

3.4



•,LE 2.5

Amount and Concentration of Fallout Simulant Dispersed

Component and Location Area Amount Average Mass Loading
(ft 2 ) (1b) (g/it 2 )

Roofs: Bldg. 570 2,700 550 92.5
571 2,700 613 103.2
572 2,700 570 95.9
573 L§ 12h 9.
Sub-totals 13,930 2,973 97 Wtd avg

Grnds* Bldg 570 8,319 1,760 96
571 .9,202 1,800 85
572 7,258 1:180 74
573 7,90 1,27M
Sub-totals 32,688 6,010 84 Vtd. avg

Fields: East Field 16,180 2,990 84
Terrace 21,330 4.6D-

37,510 7,550 92 Vtd avg

Pavements: 10th St 14,185 3,470 i1
Hamilton 13,230 2,970 102
Plaza 29,820 8,8 0
Sub-totals 57,235 15,320 103 Wtd avg

Grand Totals 141,361 31,800 95 Wtd avg

*Iwclii 3mm, beds, uaks ad parking strips.
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a layer of simulant spread over a sampling pan. The second instrument
counted a mass sample (nominally 10 g) confined in a test tube.

(a) Low Geometry Scintillation Counter

This instrument employed a Nal crystal scintillation probe
which could be inserted into a specially constructed cave assembly.
The cave accommodated samples as large in area as 288 square inches.
It consisted of a hollow cubodial lead and steel shield with outside
dimensions of 20 x 24 x 26 inches. Inside dimensions were 16 x 18 x 24
inches. The detecting surface of a 2-in. long x 2-in. diameter sodium
iodide crystal scintillation probe (Nuclear Chicago, Model 05-5) was
placed approximately 21 in. above the center of the cave floor. A
Nuclear Chicago Model-183B scaler was coupled to the probe unit.

(b) -l-pi Gemms Ionization Chamber

This instrument is an argon-filled (6D0 psig at 700F) steel
ionization chamber 11 in. in diameter x 14 in. high. It is shielded
with 3 in. of lead and has a re-entrant sample thimble 1-3/4 in. I.D.
x 12 in. deep. Current produced in the chamber by ionizing radiation
was applied to suitable lead resisters. The resultant voltage drop
drove a plate difference amplifier and was read out on a microawmeter.

2.6.2 Remote Area Monitoring System (RAMS)*

The RAMS system was employed to obtain a continuous gama dose
rate history during the weathering phase of the experiment at 20 pre-
selected fixed locations in the target complex. The system consisted of
20 remote ion chambers, two power supplies and control panels, and 20
station unit panels. An instrument trailer, located outside of the
target complex area, contained the control panels and a 20-channel
multipoint Brown recorder. The latter provided a continuous record of
the gaomm dose rate history. Appendix C lists the RAMS data taken dur-
ing the experiment. All detectors were mounted three feet above paved
and unpaved surface and floor. The temperature dependence of the RAWS
system encountered during Complex I and I1 as eliminated in Complex III
through an XEDL modification of the system.r Figure 2.. shows a detector
station on the Plaza and 1ig. 2.5 shows one in bldg. 573. The locations
of the 20 stations in the target complex are shown in Fig. B.2.

2.6.3 Portable Sadiacs

Portable radiacs, AN/PDR-27C and the CP 3 In (Cutie Pie) were
used to obtain:

*Mote Area Monitoring System (MM) manufactured by-eor-- -aa .D.....
Albambra, CaUf.

16



Fig. 2.4i MM4 Station 4i on the Plaza
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Fig. 2.5 RAMS Stations 9 and 10 Bldg 573
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a. mm radiation measurements during the sequential contamina-
tion of the target complex.

b. Gammn dose-rate history of the recovery crews during the re-
covery of the target complex.

During the weathering phase, the portable radiacs were also used
to obtain periodic genus radiation measurements at each EAMS station to
provide back-up data in the event of a FA4NS station failure. Appendix
D lists the portable radiac survey readings taken during the experiment.

2.6.4 Meteorological Measurements

Meteorological measurements during the experiment included:

a. Continuous wind speed and direction data at four locations in
the complex area.

b. Continuous ambient air temperature data.
c. Precipitation measurements.

Wind measurements were made with the Bendix Friez AN/AK(-3C wind-
measuring set which included a wind direction-velocity transmitter and
a wind direction-velocity recorder.

The ambient air temperature was continuously measured with a
spring wound Taylor thermograph recorder. A plot of the air temperatures
during the experiment is given in Fig. 2.6.

Precipitation measurements were obtained with a standard rain gage.

2.6.5 Topographical Survey

The target complex area, as indicated in Table 2.2 contained
buildings, land areas, paved areas, sidewalks# etc., presenting surfaces
of mny geometries. To assist in the computation and analysis of. dose
rate contribution factors from the various surfaces) a complete topo-
graphical survey was made of the complex area. Figure B.3 presents the
elevation readings at various locations in the complex area. Elevation
profiles through several axes of the target complex area are shown in
Figs. BA through B.6.

2.7 FEOOVN=Y OPEBATMON8

2.7.1 Extent of Recovery

Following dispersal, the fallout simulant was allowed to weather
in place for 233 hours. On the morning of the ninth day the radiological

19
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recovery of the target complex commenced. This recovery operation was
conducted in two stages. In the first stage, roofs, pavements and land
areas were reclaimed by firehosing, sweeping and burial techniques.
During the second stage lawns were reclaimed by soil removal methods,
namely, scraping and shoveling. The recovery phase of the test schedule
in gble 2.6 shows a detailed breakdown of both stages giving the various
reclamation methods and their approximate working times. Four equip-
ment operators and eight laborers were required over the four-day re-
covery phase.

2.7.2 Reclamation Techniques

From the standpoint of their basic function and availability,
fallout reclamation methods are quite conventional. However, the man-
ner in which. they are adapted to the problem of displacing fallout is
often quite specialized. For instance, the technique of removing fall-
out material by firehosing is in no way related tothat of putting out
a fire. As an aid to prospective users, a description of the equipment,
manpower and procedural requirements comprising the reclamation methods
employed in the complex experiment follows.

Burial in place with motor grader. Ordinarily, burial of fall-
out in place is easily accomplished by plowing. The Terrace, situated
behind buildings 572 and 573 (see Fig. 2.7) because of its shape and
relatively steep cross slope, was not suited to this method. Therefore,
a motor grader was used to reclaim this particular target component.
A four-step procedure was devised to completely bury the fallout simu-
lant.

(1) Simulant from the upper half of the Terrace was bladed into
a windrow.

(2) A trench was cut alongside the windrow.
3) The contaminated windrow was then pushed into the trench.
4) Clean fill from the trench was replaced and compacted on

top of the spoil.

This whole process was repeated on the lower half of the Terrace to
complete the reclamation. One man, the grader operator, was required.

Mixing in place with rototiller. In order to get a comparison with
plowing performance observed at the previous complex experiments, the land
area along the east side of the complex (see Fig. 2.7) was rototilled.
The rototiller which was pulled by a D-6 caterpillar tractor (see Fig.
2.8), ;as capable of raking a swath approximately 4 ft wide. It mixed
the simulant and soil to a depth of 8 to 10 in. The action of the
rototiller was controlled entirely by the tractor operator.
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TA=L 2. 6

Test Schedule

Data DAY Action Surface or Approx. Time
Location In out

Simulant Production Ph&@*

9/22/60 Contsm., fis:, fire and blendl 814d 131 0830
sand for *tonage 314g 170 15110

Sisulant Dispersal Phas.

10/5/6D D-3 Hand :preaers Bldg, roofs 0910 11130
10/6/60 D-2 hId spreaders and lawns, 0815 -

truck spreader planters aid 163D
land areas

20/7/60 D-1 T'ruck spreader Pavemensts 0800 1600

Weathering Plie (vinds)

10/8/6D 040 officia, start Complex 0000 -

.10/17/60 D+9 OfficIal finish 0900

Recovery Plainet Stage, 1

10/17/6D D+9 Power sweep (1st pass) Payments 0910 .1055
Motor grads Terrace
load and baul ewp. spoil Wests are 1.35 1395
Rototill (start lot pass) East field 1350 110

101860 0+0 Firebose roofs 570,571 & 572 13113 1612
10180 D2 irehosee roof 573 ,083 1118

Sweep Walks 57,571,572 0838 0953
shovel beds 570, 571 203h1 1226
Shoael beds 572 1251 1310
Rototill (let was) &ast field 123 2Is0
Rototill (god pass) Best field 1357 2
Swoop walks 573 132 p;5
Poser sweep (ibd peas) Lavemento 131113
Shovel to assist rototiU Bust field 1115 1Ag2
Load sweeper spoil Waste arem 1150 11155
Notorflush pawmants Streets 13
Notorflush payments Plaow 1633 19
Firebase pavements Drivewas" 1510 16AI

10/19/60 +11 Sweep Valks 573 088 0920
Shovel beds 573 098 2016
Motor flush pawimmnts Plain and 088 =00

ft"iton

Recovery Pbess Stage 2

10/19/60 0+1.1 Iota;. lawns 572 5 117
Shovel to assist scraping 572-lawn 2h l1%
shovel laMeN 571 1011 1129
load and l..1 soil 572 1056 11.3
Scampe laws 572,573 and 123 1615

east field
Shovel lmame 70, 571 IAO lj24
load amid laul soil 571, 572, 573 123 1521
Shovel to assist loading PS-2 131 318
Shovel to assist ecamping 73-lawns 1W15 1615
motor grads lamn 571 1500 1511
load and baul soil 571, 573 1%6 16124
Shovel to assist loading 57-lmano 1615 16n
Shovel to assiot scraping Nust laSOs 1616 1&6%
Shovel to assist loading 573-lmame 13441 1639

20/10/60 D0+12 Scrape, lant 570 Oft Ow
Shovel to assist scraping 570-lawnsl 0818 0658
LAdINg ead laul, soil Teorrace Om~ W1
Shovel to assist loading 10th St O&M Om2
load d & Iat sou.mil 10th St 0ffi1 0935
Shovel to &"ist loading Terrace 0639 095
load and hwlgawsol 57 la, 0935 1251
Shrovl to assi~st loading 57 lames 0909 110
PoMe* with scraper 570-lawn NAn 1015 me0

Shovel to "@ist scramping Terraceo 1215 1139
Loand sand laul 10th St 1215 WA5
Shovel to asist loading 10th St ]AT 1156
Load and haul soil 571-beds 1qOR
Shavel to miLst leading 5Tl-hede
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Fig. 2.8 Rototilling East Field Using a D-6 Caterpillar

Fig. 2.9 Initial Reclamation of Hamilton With Wayne (Model 450) Sweeper
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Collection and removal with street sweeper. All paved areas were
swept twice by a Wayne (Model 450) street sweeper (see Fig. 2.9). Except
for interruptions to empty the hopper, sweeping progressed along an
orderly pattern. More than the normal number of trips were made to the
temporary waste collection point (just beyond the complex) to prevent
the buildup of guam dose rates from the radioactive simulant in the
hopper. Sweeper spoil was later trucked to a permanent disposal site.
One man was required to operate the sweeper.

Dislodgement and transport with water streams. A team effort was
required in firehosing the roofs and parking strips. The firehosing
operation required two three-man hose teams and one pump tender for a
total of seven men. Each how-team manned a 1-1/2 in. firehose deliver-
ing water through a straight tapered (suicide) nozzle having a 5/8-in.
tip. A 500-gpm pump inserted in the system near a fire hydrant main-
tained a constant pressure at the nozzle of approximately 75 psi on
roofs and 80 psi on paved areas. A 2-1/2 in. firehose served as a
delivery line to the 1-1/2 in. firehoses at the area being decontami•nated.
Figure 2.10 depicts one hose team operating on bldg 573.

For a given roof one three-man hose team was adequate. Starting
at one end, the water stream was directed so as to push the contaminant
and loose gravel from the roof centerline to the eaves. The team worked
diagonally across one corner, and successive strips about 4 ft wide were
swept out by the water streams. Upon reaching the other end, the team
reversed direction and firehosed the remaining half of the roof.

The procedure followed was dictated by the size of the roofs, i.e.,
the width of the roofs (26 to 34 ft) limited the direction of travel by
the firehosing team. For broader roof areas it would be advantageous
to push the contaminant in a direction normal to the eaves, thereby
reducing the distance of travel between centerline and eaves by 30 %.

Firehosing of parking strips was conducted in a straightforward
manner. Tking advantage of the natural drainage, water streams were
employed to push the simulant material onto the streets and the Plaza,
where it could be later removed by other methods, i.e., sweeping and
flushing.

Dislodgement and transport with street flushers. Following the
second sweeping pass, the paved areas were given a final cleaning with
a conventional street flusher (see Fig. 2.11). The flusher was equipped
with a 2100-gal tank, a 500-gpm pump, and two forward and two side dis-
charge nozzles.

25



n~g. 2.120 Firehomrg Tar and Gmwel Root of B±3l~dng 573

Fig. 2.11 Fizal Reclaintioiz of 10th St Vith Conventiosml Stre.et Flijsbe
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Successful recsmation 1w street flushin depends upon the maxe-
ful adJusheent of the forwmard nosale streums. 3m.. were ustahed, to
push the sina~anat clear of the flusher's jpath "as gWader blade would.
One aide nzzosle was set to aumn thie blade like tbrust. %r using
three of the four nozzles In this manner the average flow rate vas
150 £an and the average pressure vas 55 psi.

~takins adwantAge at the netuxal drainage of the comple (see
Fig. 2.W), successive flusher passes moved the residual simu.1ant material
from "the streets to the Flase. 2iiss together with the Plan residual.,
VAS similarly flushed into the liquid waste suamp. Although It Is ideal
to lawe someone else menipulate the nozzle vaive levers., the driver
performed the added tasks unassisted.

Surface removal U7 mechanised. sirun A rubber-tired tractor
equipped with a l'dulicaULY operated scraper (see Fig. 2.3.2.) was used
to reclaim the majorityr of the lain areas. The material was scraped
into the street for later removal to the disposal area. In addition to
the tractor operators one to four men were required to band shovel con-
taminated strips of sod left along curbs, walks and foundations.

Miscellaneous annual tasks.

(1) Four ame swept simialant from the walks into the flower beds
with land brocrs.

J 2) Four man spaded, the flower beds thus buryin the mimu.3ant.
3)Four men shoveled out certain lain areessnot accessible to

the scraper.

Loasdina and bL spoil for disposal., As the spoil (a mixture
of soil., sod and saul-ant) from the scraping and shoveling procedures
accumulaited on the paved areas, it was loaded into trucks and carried
to the permanent waste disposal site. 3X&uipmnt employed (see Fig. 2.13)
was as follows:

()One 1-1/2 jd.3 3payloader.
2) One 3/li ydi lkiploader.
3) Two 2-1/2 yd.3 dump trucks.

Besides the four drivers that operated the above rigs, one to six shovel-
men assisted the loading *And policed the work area.

For a more thorough coverage of reclamation method performance
and a description of reoleamation equipmnts see the results of the
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Stanamn tet series reported in Refs. 5# 6 Nam 7. Two mae EM reports
an pertinent tests conducted at Cog Parks are presenty In prepmntion.

* D. E. Osait, V. C. Co1. umom3 Efeotiveness of 81nAsted M7
haout h Pavel Areas by Motorized. and Patommsed Street Sweeper.

D. 3. •2•rk# V. 0. C.bbla. Amm •vUfeotivamss of Si•ulated Dry
haut Iroa Paved Area by Motorized Street Flumber.
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Fig. 2.12 lavn Removal by Tfactor Scraping

Fig. 2.1.3 Lcnding Spoil for Final Disposal
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CHAPTE 3

ESUiTm ANID DISCUSSBI

3.1 D AND MVTICF SBIMJDIUS

Detailed time and motion data were obtained from Complex EIM by re-
cording the pertinent actions of each operator or crew. The results are
shown in Tables 3.1 and 3.2 in terms of time, rate, and effort for each
recovery operation. The time and effort values have been split to show
the amount spent in productive work and the amount needed for support.
Their totals are given in the columns headed "operational".

Production time (or effort) is that portion of the operational time
devoted to the actual dislodgement, collection and transport of fallout.
Any other time (or effort) spent is classified as support. Since support
functions add to the operational time without contributing directly to
the productive effort. they should be held to an absolute minium. Of
the 122.8 man-bre expended during the complex recovery, over 18 %, or
22.5 man-bra. vent for support.

Table 3.3 lists the four reclametion methods whose support functions
accounted for 95 % of the total complex support effort. Support functions
are shown in parentheses for each method. The first three columns con-
tain the total times consumed by each method in productive, support and
operational effort, respectively. Column 4 indicates the decimal frac-
tion of the operational tim required for the support function. Columns
5 and 6 show comparable values from the two previous complex experiments.
The average of columns 4,, 5 and 6 is given in column 7.

Except for trucking spoil, the support time-fractions of Complex III
are in reasonble agreement with those, of Complexes I and II. Apparently
the support times have approached the minima value, unless some drastic
change is mede in equipment design. In the case of trucking spoil, the
total (operational) times spent for Complexes 11 and MII were essentially
the same (over eight hours). Decause of the longer route used In Complex
I3, the hauling time wa 50 % greater tban for Complex II. Conversely,
the stand around snd loading tim during Colex II as 70 5 less than
for Complex MII. Thus, using a shorter route bad no effect on the
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operational time. Obviously., an extra loader would have shortened both
the support and operational times.

The productive reclamation rates shown in Tables 3.1 and 3.2 have
been averaged for each dethod and listed in Table 3.1. hach observed
entry is accompanied by the predicted rate. Results and experience
from Complex I and Complex 11 form the basis for these predicted rates.
Predicted and observed rates for motor sweeping, firehosing (roofs),
grading, rototilling and spading (beds) agree fairly well. For the re-
maining methods, predicted rates were consistently higher than observed
rates. Such optimistic predictions are the result of two types of errors.
The first type, a planning error, stem from the lack of information
needed to downgrade known test-rate values for the retarding effects of
a full scale recovery effort. The second type, an operational error, is
created by last minute changes in manpover assignuents, changes in real&-
metion procedural-techniques, and unforeseen changes in the pbysical
environment.

For instance, the rate discrepancies shown in Table 3.4 for motor
flushing are of the first type. That is, the predicted rate was not
sufficiently adjusted for turn-around losses. Time required to drive
around the block or back up (•:o reposition the flusher for successive
cleaning passes) was much greater than anticipated. As a result, ob-
served rates were proportionately less than predicted, i.e., by 33 and
50 % for streets and plaza, respectively.

An error of the second type appears to be responsible for the
extremely low rate observed for firehosing of parking strips and sweeping
of walks. During Complex I this same procedure was performed ten times
faster - at essentially the same rate predicted in Table 3.4 (20,000 ft 2/hr).
It must be surmised that the firehosing crew was unusually deliberate in
the performance of this particular reclamation process.

ban-off from the earlier firehosing of roofs created layers of mud
and vet sand on much of the walk areas. Hand-sweeping of the walks,
therefore, was augmented by considerable scraping with band shovels -
a slower method than sweeping. For this reason, the observed rate for

and sweeping was only 1/5 that predicted.

In the case of tractor-scraping laVns&, the observed rate was about
1/2 the predicted value. It is possible than an equipment alteration
vas responsible for this loss in performance. A 55-gal drum containing
water was lashed to the scraper blade in an attempt to Improve the cut-
ting action. Although successful in this respect, the added weight
overloaded the bydraulic power unit. As a result the response between
theblade and the controls for raising and lowering was very sluggish.
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TAM 3.1'.

CoMarison of Predicted and Observed Reclamtion htes

Operation Fates in 103 ft 2/hr Pate Basis
Predicted Observed

Motor Sweeping: per machine
1st pass 53.0 53.0
2nd pass 53.0 51.0

Motor Flushing: per machine
Streets 60.0 1i.0
Plaza 60.0 29.6

Firehosing Parking Strips 20.0 2.0 per nozzle
Firehouing Roofs 3.0 2.8 per nozzle
Sweeping Walks 6.0 1.2 per man
Grader-Burial 10.0 14.5 per machine
Rototilling 22.5 25./4 per machine
Tractor scraping 3.6 1.9 per machine
Shoveling lawns 0.28-.46 0.16 per man
Spading beds 0.30 0.33 per man

This, in turn, increased the time consumed for all blade adjustments and
thereby reduced the expected scraping rate.

The 'predicted rates for shoveling lawns were based on a six-man
team (4 shovels and 2 wheelbarrows). However, only four men were even-
tually assigned to this task. Since one of the men bad to periodically
interrupt his shoveling to wheel spoil to the collection point, the
shoveling rate suffered accordingly.

Tble 3.5 compares predicted and observed values of tim and effort
for the individual reclaeation methods used. These values are condensed
from Tables 3.1 and 3.2. The sam types of errors mentioned in connection
with estimting rates also affect time and effort predictions. Although
a number of the paired values do not ratch, the totals given at the
bottom of Table 3.5 are quite close. The total predicted time of 17
hours is within 7 % of the observed* value. Total predicted effort is

lbs 15.25 hours total observed tims is an adjusted value. It equals
the total, continuous, recovery-time of 25 hours less breaks and expei-
mental delays.
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within 13 % of the observed value. Thus, in the aggregate, the effect
of individual prediction errors appear to be greatly compensated. How-
ever, the totals for time and effort still reflect the tendency for op-
timistic prediction. This bias is probably due to the first type (plan-
ning) error mentioned earlier. In this case, more complete time-and-
motion data are required for planning corrections to existing information
on the test-performance characteristics of reclamation methods.

The bar ckiart of Fig. 3.1 presents an overall picture of the re-
covery effort. Showing the overlapping and concurrent execution of the
various reclamation procedures in this way demonstrates the value of
time and motion requirements. It also illustrates the sequence of
operations and emphasizes the extent and complexity of radiological
recovery. Reclamation procedures shown below the dotted line in Fig.
3.1 comprise support tasks which were necessary to recovery but did not
affect the established sequence.

3.2 DOSE RATE REDUCTION

The total reduction in the gamma dose rate at any location within
the complex was due to the combined effects of weathering, reclamation
and radioactive decay. These effects were recorded at all 20 RAMS
stations. In addition portable radiacs were used to obtain comparable
data at 3 ft above all building roofs. The results presented here show
the resolution of the separate effects.

3.2.1 Target Dose Rate History

A series of curves depicting dose rate as a function of time was
prepared for eight of the major target components. To place these dose
rate histories in a more realistic framework, the experimental Bal 4O-Lal4O
mr/hr measurements were converted to r/hr fallout intensities. This was
accomplished through use of appropriate fallout decay curves dictated by
the radiological conditions described in Table 2.1.

The conversion may be expressed mathematically as

I r =sI x (ir/ic) M1

where Ir = converted (r/hr) intensity after weathering or recovery at
any time tx

Ix - converted tr/hr) standard intensity decayed to the time tx
of interest - from fallout decay curve
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ic = Ba-La decay-corrected (mr/hr) intensity measured at the end
of dispersal at station of interest

ir = ha-La decay-corrected (mr/hr) intensity measured after
weathering or recovery at time tx

S = shielding reduction factor for entire complex reference
station of interest.

Product SIX = the shielded standard intensity decayed to time tx.
Ratio ir/ic = the reduction in dose rate due to weathering and/or

recovery.

In converting the measurements obtained with either the RAMS
system or the radiacs, the intensity ic in Eq. 1 was set equal to the
ratio 105/S; where 105 mr/hr was the intensity measured at the end of
dispersal at Station 19. (This is the station nearest to the center of
the complex which was established as the reference location for the fall-
out conversion). That is 105/S mr/hr was taken to be directly propor-
tional to the 670 r/hr value read off the theoretical fallout-model
decay-curve at time of fallout cessation (2.75 hr). By using Eq. 1 in
conjunction with this same decay-curve, all the ir measurements were
automatically converted to the desired fallout situation.

Figures 3.2 through 3.14 contain the resulting dose rate histories
curves. The conversion procedure correctly positioned each curve with
respect to the dose rate history at station 19. In constructing the
curves, it was assumed that after the start of recovery no weathering
occurred, and that after each day's recovery operations the dose rate
curve followed the fallout decay curve.

3.2.2 Effects of Weathering* and Recovery

From the dose rate history and theoretical decay curves, it is
possible to determi.ne the percent reduction due to weathering, recovery,
and weathering plus recovery. Some typical dose rate reductions are
shown in Table 3.6. The stations indicated, in each case, represent
the survey location nearest the center of each target component.

For either weathering or recovery the reduction in dose rate
indicated in Table 3.6 for the various target components does not neces-
sarily provide a true measure of the actual fallout removal effectiveness.
The dose rate reduction for each target component has been influenced by
the gamma radiation contributions from the remainder of the complex.

*The term weathering, as used throughout this report, refers only to the
erosive action of the wind.
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Removal effectiveness indicated by shielded gamma measurements for a
given component my be quite high, but, because of the added contribu-
tions from the surrounding area, the resultant reduction in the unshielded
dose rate will be considerably poorer. Conversely, the dose rate of the
surroundings will decrease with improved recovery effectiveness in the
given component.

The effect of weathering on the reduction of the dose rate at
any location must be considered when planning the recovery operations.
The redistribution of the dry fallout particles would affect the choice
of recovery procedures. The excessive build-up of fallout along curbs
may require successive passes by a street sweeper to effectively remove
the fallout particles. Areas around buildings, in planting beds and
lawns are usually the most difficult to decontaminate, since heavy
equipment cannot operate efficiently in close quarters. These types of
areas trap migrating fallout and consequently manual decontamination
procedures are required to remove the fallout, resulting in greater
manpower requirements.

The percentage reduction in the ganma dose rates in Table 3.6
due to weathering is the result of the migration of the dry fallout
particles to and/or from the various sources that contribute to each
location. For example, the reduction in the dose rates inside build-
ings is due not only to the migration of particles from the roof sur-
faces but also to the migration of particlen from the sidewalks and
streets surrounding the building. From the percentage decrease in dose
rate on the various types of surfaces listed in Table 3.6, the various
surfaces can be ranked in order of decreasing susceptibility to migration
of fallout, as follows: (i) large asphaltic surfaces (Plaza), (2) un-
plowed land (Terrace), (3) tar and gravel roofs, (4) asphaltic street
(lO St) and (5) plowed land (East Field).

The Complex III rankings differ somewhat from those determined
during Complex I. These differences can be explained by the change in
surface texture. Prior to Complex III the unplowed land (Terrace) was
bladed and compacted, resulting in a smooth vegetation-free surface,
whereas during Complex I the Terrace was covered with a heavy growth of
vegetation. Also the East Field was covered with vegetation during
Complex III and plowed at Complex I. The tar and gravel roofs, after
two complex experiments, had all loose gravel removed. This, in effect,
made the tar and gravel comparable to smooth compacted soil in its
susceptibility to migration.
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Type of Surface Dose Rate Reduction by
Weathering (M)

Complex I Complex III

large asphalt surface 41 76
Asphalt street 30 35
Tar and gravel roofs 8 49
land, no vegetation, unplowed: Terrace - 52
land, no vegetation, plowed: East Field 2
land, vegetation: Terrace 1 -
Land, vegetation: East Field - 0

The dose rate history curves for the surfaces that experienced
the greatest weathering effects all show a departure from the theoretical
dtcay curves at approximately H+36 hours. The wind records showed ex-
ceedingly high winds during this period. Weathering result§ from Com-
plex I agrees generally with the earlier findings of ChepilO, 9 relating
to the erosion of soil by wind. Chepil stated that wind velocities
greater than 10 knots (measured at a one ft height) are required to
initiate erosion of soil particles in the 150 g to 300 g size range.
Wind velocity measurements were obtained during Complex III.at three
different locations, all one foot above the surface of interest. Table
3.7 lists the times at which the wind velocity exceeded 10 knots during
the weathering phase. The maximum wind speeds were experienced at all
three locations between H + 28 to H + 48 hours, which brackets the
period of greatest weathering.

Gamma radiation measurements taken during and after the weather-
ing phase outside the perimeter of the target complex area indicated
that negligible amounts of the dry fallout particles had left the con-
fines of the target complex area. The winds redistributed the dry
fallout particles to areas within the target complex where surface
roughness, vegetation and obstructions trapped them more permanently.
Even though this redistribution reduced the gamma dose rate at the
various measuring locations, the recovery procedures employed still had
to cope with the total mass of fallout material originally dispersed.

As a result of the recovery operation described in Section 2.7,
a further reduction in dose rate occurred following the weathering phase.
A tabulation of weathering and recovery effects in terms of percent re-
duction is given below. Dose rate reductions from Complex I are given
for a basis of comparison.
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TA3LE 3.7

Times at Which Wind Velocity, Exceeded 10 Knots During the Weathering Phase

Date Time Direction IbxlMM Velocity
N + (knots)

Plaza

Oct 8 (D+O) lO-18 West 17
Oct 9 ).D+I) 28-18 North 31
OCt 10 (jD2) 50-�64 South-West 14
Oct 3.1 35-88 West 14
Oct 12 (o6-115 West 15
Oct 103 (D+5) 133-139 West 14
Oct 14 (D+6) 156-159 North 15

163-168 North 27
Oct 15 (D+7) 169-170 North 21

172-179 North 28
Oct 16 (D+8) 211-212 Went 10

10th St and Hamilton

Oct 8 (D+O) 11-16 West 15
Oct 9 (D+1) 32-41 North 20

44-,5 West 14
Oct 11 (D+3) 77-78 West 10
Oct 12 DA 106-I07 West 10

110-114 12
Oct 13 (D3+5) 137-138 West 10
Oct 14 (D+6) 157-158 North-West 10

1&-166 North 14
167-168 North 13

Oct 15 (D3+7) 168-169 North 30
179-185 North-East

Oct 16 (D+8) 221-222 North 10

Root Height

Oct 8 (D+O) 10-18 West 21
20-21 West 10

Oct 9 (1+1) 28-48 North 40
Oct 10 (D+2) 59-& South-West 18

66:67 West 20
Oct 11 3•3 83-90 West 16
Oct 12 105-115 West 20
Oct 3(35) 133-139 West 19
Oct D+6) 156-160 West 15

163-168 North 30
Oct 15 (D+7) 168-17o North 15

177-188 North 29
Oct 16 (D+8) 203-204 West 10

208-209 West 10
211-212 West 13
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Complex III Complex I

Station 14 Station 19 Station 14 Station 19
Bldg 571 10th St Bldg 571 10th St

Weathering 33.7 34.9 27.3 33.6
Recovery 66.1 62.1 60.6 63.5
Combined 99.8 97.0 87.9 96.1
Residual 0.2 3.0 12.1 3.9

In each experiment the combined effects of weathering and recovery
are nearly equal for the location on 10th St, but the total reduction
achieved in building 571 during Complex III is greater than that of
Complex I. This may be due to the condition of the roof, which con-
tributes over 50 % of the dose rate at station 14. As pointed out in
the previous section this roof provided a much different surface texture
than at Complex I and consequently the dry fallout particles were easier
to remove in Complex III. Regardless of complex experiment or location,
weathering accounted for about 1/3 of the total reduction in dose rate.

The effects of weathering and recovery on the dose rate experienced
in building 573, a two story building, can be summarized as follows:

% Reduction

Station Weathering Recovery Combined

1st floor Station 12 13.3 74.0 87.3
2nd floor Station 10 33.3 53.4 86.7
Roof Station IOR 52.7 37.2 89.9

The reduction in dose rate by weathering was greatest on the
roof and least at the 1st floor station and, conversely, the reduction
during recovery was greatest at the 1st floor and least on the roof.
However the combined effects at both locations (and the 2nd floor as
well) were about the same. During weathering, fallout particles re-
moved from the roof by winds were deposited on the areas surrounding
the building and, consequently, the reduction in dose rate at the first
floor level was not as high as that experienced on the roof.

The advantage of having paved areas instead of lawns around a
structure is apparent from the total reductions in dose rate observed
inside the three single story buildings. The latter are ranked below
in order of increased percent reductions.

57



Building Station No. Relative Amount % Dose Rate
_ _of Paved Area Reduction

572 7 Least 86.0
570 17 Intermediate 93.7
571 14 Most 99.8

In accordance with the above ranking: building 572 has lawns on
two sides, a land area off the back, and a paved drive at one end;
building 570 has lawns on all sides, but is backed closely by the
Plaza; and building 571 has a lawn on part of one side only, the rest
of the grounds are paved. From this evidence it would appear that
maximum reduction of interior dose rates may be expected where surround-
ings are mostly paved.

3.3 REC•V•M DOSE

The target dose rate histories shown in the preceding section pro-
vide a graphic illustration of the radiation levels hypothesized for
this experiment and that may be encountered in a real fallout situation.
Of greater importance, however, is the radiation dose represented by
the areas under these curves. Consider, for example, the dose rate
history given in Fig. 3.2 for 10th St. Assuming a continuous exposure,
an area summation under the recovery portion of the lower curve (from
228 to 306 hr) results in a radiation dose of 48 r. The dose to re-
covery crews would be somewhat smaller, since only 1/3 of the continuous
78 hr phase indicated would be devoted to actual recovery. Nevertheless,
doses " 48 r could be accrued by these same crews if it were necessary
to start recovery considerably earlier. Therefore, a capability for
estimating the expected dose to recovery personnel is an extremely
important requirement of the advance recovery planning.

For the purposes of this study it is assumed that adequate shelters
are available. Thus, the dose during the emergency phase may be con-
sidered negligible. The significant dose is that accrued during the
recovery and mission phases following the emergency. This section
deals with just the recovery phase and the determination of the re-
covery dose. A detailed treatment of dose determination for both the
recovery and mission phases is given in Ref. 1.
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3.3.1 Dose Determinations

In general, dose may be thought of as the product of dose rate
and time. But, because dose rate is also a function of time, dose D
is more properly expressed as

D = I(t) dt (2)

where I = the fallout radiation intensity in r/hr at a height of 3 ft
t = the time in H + hours.

Just how the dose rate I from fallout varies will depend upon the com-
bined effects of radioactive decay, weathering, recovery and shielding.

Curves showing the expected decrease in dose rate due to decay
effects only are available from field test data and/or theoretical
considerations. The upper curve in Fig. 3.2 is a typical example.
Graphical integration of the area beneath such a decay curve over a
time interval from tx to t corresponds to the right hand member of
Eq. (2). The resultant dose D will represent the potential (hypothe-
tically maximum) free field dose due to undisturbed fallout.

The potential dose over the 78 hr period cited earlier is found
from Fig. 3.2 to be 230 r. The difference between this value and the
48 r dose mentioned previously for the same time interval is due to
the additional effects of weathering and recovery. Unfortunately,
dose rate history curves will not be available until after completion
of recovery - too late for planning purposes. Other means must be
employed to predict the recovery dose.

From the foregoing, two factors are worth emphasizing. First,
potential dose D can be computed from appropriate fallout decay curves.
Second, actual dose D' will be significant3y less than D. The decrease
between potential and actual doses is customrily represented by a
dose reduction factor termed residual number RN. Thus, the dose during
a particular reclamation task becomes

S=RN2 D2  (3)

where, through an established precedent, the subscript 2 denotes the
recovery phase. (Subscripts 1 and 3 signify shelter and mission phases,
respectively). Predicting recovery dose, then, is largely a problem
of finding a suitable residual number.
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The concept of an RN2 value has meaning only with reference to a
particular reclamation method. Because RN2 values differ from method
to method, they are a function of individual reclamation effectiveness.
In addition, RN2is are markedly influenced by cumulative recovery ef-
fectiveness, target shielding, and equipment shielding. The relation-
ship between RN2 and this combination of reduction factors can be shown
to be

RN2 = EnS (RC) (4)

where Fn = the cumulative recovery effectiveness, i.e., the average
fractional radiation level remaining in the target area
any time during the recovery phase. Fn approaches the
final recovery effectiveness F as the recovery nears
completion.

S = the target shielding factor, which is a constant for a
given location within a built-up area.

RC =the reclamation coefficient, which is a complex function of
reclamation effectiveness Fj and equipment shielding Se-

Fn and S may be calculated from contribution factors which are defined
and discussed in Section 3.4. RC values, however, must be derived from
detailed dose rate histories of actual surface reclamation experiments.
This is explained as follows.

If Eq. 3 is solved for RN2 and set equal to Eq. 4, the general
expression for reclamation coefficient becomes

RC =1/Fn (DY/sD2 ) (5)

In an isolated reclamation experiment involving one target component F
becomes unity and may therefore be dropped from Eq. 5 in determining R.
D' will equal the area under the experimental dose rate history curve.

e product SD corresponds to the potential (free field) dose from
Eq. P correcte3 for target shielding effects. Thus the experimentally
derived RC value may be expressed as the ratio of two doses

RC = Dý/D? (6)

where D2 = actual dose to reclamation crews during a time interval &t.

D2 = SD2 , the dose that would result without the benefit of
reclamation over the same time interval.
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When experiments employ relatively long lived radiotracers like
B3aIO-A114 0, D? may be obtained, to a good approximstion, from the
product of the time interval At and radiation intensity it at the start
of a given reclamation test. This is especially true of the complex
experiments, since reclamation periods were limited to a few hours
for any one method. For longer periods, io might have to be corrected
for radioactive decay effects. It should also be noted that the shield-
ing factor S is contained inherently in both numerator and denominator
of Eq. 6, hence its effects cancel.

Finally, from Eq. 6, the expression for experimental RC value
becomes

RC = D1/io &t (7)

Solution to Eq. 7 is obtained directly from specific dose rate history
data. This in turn may then be used to solve Eq. 4 for the correspond-
ing RN2 value.

3.3.2 Typical Dose Rate Histories

In order to establish RC (and eventually RN2 ) values, a dose
rate history was recorded for each reclamation method-surface combina-
tion encountered during the recovery phase of the complex experiment.
Portable radiacs were used to monitor the changing gamm dose rate
alongside recovery personnel. Where necessary, measurements were taken
as often as once every minute. The dose rate history of each reclama-
tjon method was plotted to provide curves for determining the required
D2 values.

Figures 3.15 through 3.23 contain typical dose rate curves for
eight basic reclamation methods. In all cases the curves are extremely
irregular. They rise and fall as reclamation progresses, depending upon:

(a) The procedural pattern employed by teams with respect to the
surface being reclaimed.

(b) The temporary interruption of strong radiation contributions
(from outside the work surface), due to shielding by heavy
equipment, buildings and other obstructions.

(c) The repeated filling anddumping of simulant collectors such
as sweeper hoppers and loader buckets.

*Lower case i represents experimental mr/hr intensities as distinct
from anticipated r/hr fallout intensities represented by upper case I.
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Because of variations and interactions among the above factors, there
appears to be no set trends in the dose rate histories, except in the
case of sweeping and possibly loading.* The sweeper history in Figs.
3.16 and 3.17 shows a succession of jagged humps. As would be expected,
the dose rate builds up with the accumulation of simulant and drops
sharply when the hopper is emptied. The loader exhibits a saw tooth
history (see Fig. 3.22) with maxima when the bucket is full and minim
when the bucket is dumped.

3.3.3 Derived Reclamation Coefficients

From the dose rate histories it was possible to solve Sq. 7 for
the desired RC values. These are given (together with the calculations)
in Tables 3.8 through 3.12 for eleven separate reclamation operations.
The notation (RC) 3 is used to distinguish individual or step coeffici-
ents from the average or composite RC values. Where available, results
from Complex II are also listed.

A comparison of the entries in these tables shows only rough
agreement between Complex II and Complex III results. This is to be
expected, since the two experiments were dissimilar in a number of
respects affecting reclamation coefficients. For instance,

(1) Simulant mass loading differed between complex experiments
by a factor of three.

(2) Leaching of the radiotracer from the tagged sand during the
weathering phase of Complex II altered the reclamation effectiveness
of certain methods.

(3) The sequence of procedural techniques for the various recla-
Nation methods was not consistent between the two experiments.

Where replicate results were obtained for a given method during
Complex III, the RC values are quite variant. Standard deviations of
around 5 % are associated only with sweeping (for one pass) and shovel-
ing (of planter beds). The remaining operations exhibit standard devi-
ations ranging from + 9 % for firehosing roofs to + 40 % for loading
spoil. Deviations of this magnitude are not unusual, however, consider-
ing the small number of data samples (4 or less per method).

*The apparent trend exhibited by firehosing in Fig. 3.15 is misleading.
Comparison with other histories for this method indicates the trend
to be highly unpredictable.
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TABLE 3.11

Reclamation Coefficients, RC, for Soil Removal Operations

Location (DI (mi;i (mw) Mm)(±%(br) (4/b) (-F) (or) (_

Tractor scraelx.

3114 570 - lawns 2.2k 4o 89.6 35.41 0.395
321 572 - lawns 2.20 53 116.6 39.o2 0.335
3114 573 - lawns 1.26 12o 15120 0 .331

Totals aM Average 357.o40 1.42 0.35 :t ±f

Rift 57 - lawns 3 145 3,47.l5 22.60 0.15I
3314 572 - lawns 2.17 52 UJ2.08 20.2
Bldg 573 - lawns o.6Do 12 72o 6.0 8 2

Sub totals an Average 331.23 48.91 0.15 ., ho
3114 571 - beds 1.283 22 28:27 8.& o..36
Terrace 0:317 33 lo.k6 1.06 0..03
loth St o0 86 35 2961. 0.262

Sub totals an A.verag 68.34 17.49 0.26 +.46

oran, totals eaM Average 1o6.62 71.07 0.18 + 110
* All intensities are averag 3 ft ground rAmis take just before start o the given soll

removal method.
'Cuplez 11 vale wae 0.42.
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TABLE 3.12

Reclamation Coefficients, RC, for Manual Tasks

location at 1 z0D2 (4C)J EO C for
(1w) (a/r) (,or) 6) ( ±%a) Complez 11

Hand SbovelfrAS

Dug 570 - -wn. 1.658 50 82.90 45.3 0.547
Bldg 571 - ,mns 1.383 39 - =. 1 0.714

Totals and Average 2.36.84 83.85 0.61+ '16 0.82

Rldg 570 - BDds 0.392 17 18..2 17.37 0.938
Bldg 571 - Dads 0.280 31 8.69 8.. o.961

Bldg 572 - Bd o.016 26 8.22 7.2 0.879
Bldg 573 - Beds 0.630 37 23.31 22 0.978

Total@ and Average 5 - 0.95_+4 0.86
Shoveling Assislt to Scraper

g 572 - awn 2.15 16 314.0 38.23 1.1n
Bld "3 - lawn. 1.31 25 32.75 23.11 O.7O6
Terrace 0.316 10 3.16 2.95 0.93k
But yield o.166 18 -n 2.1.2 0.766

Totals and Average 73.30 66.71 0.91+ 22 o.64

Shoveling Assist to Loader

Bldg 570 - Lawn 0.283 11 3.11 3.01 0.968
Tericee 0.250 33 8.25 10.63 1.288

0toh St 1.o66 35 22.76 o.61o
Totals and Average 4.8.67 36.4,o 0.75 ; 53

*All. Intenaities ae average 3 ft ground reading taken Yust before start of the gUiven task.
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In spite of these deviations, the relative rAgnitudes of the WC
values are consistent within classes of reclamation methods. For in-
stance, manual methods display average BC values between 0.5 and 1.0.
With the exception of oeeping, motorised methods result in average BC
values significantly less than 0.5. This in, of course, due to the
shielding which the equipment provides the operator. Sweeping repre-
sents a unique case where the advantage of equipment shielding is can-
celled by the buildup of simulant within the hopper. As a result,
average RC values, for the first two passes at least, are greater than
one. An exception is noted in Table 3.9 where an RC value less than
one was obtained for Hamilton Ave. The analysis in the following
section shows the worth of this particular result to be highly ques-
tionable.

3.3.4 Reclamation Coefficient Versus Effort

Results from the Complex II experiment 1 showed that, for fire-
hosing roofs and sweeping pavements, RC decreased with the continued
expenditure of reclametion effort. In each instance the surface was
subjected to repeated passes by the respective reclamation method.
Sweeping data from Complex III indicated a similar relationship. Find-
ings from both experiments are presented in Fig. 3.2. Within the
respective effort ranges shown the data points describe straight lines
having a common slope of -1/2. The general equation fitting these
curves is

BC . K-1/2 (8)

where E represents the appropriate unit effort and K is a combined
constant of proportionality and decay factor. Values of the latter
are shown for each curve.

Four of the data points from Complex III and six from Complex II
exhibit a strongly correlated trend defined by the lower curve. In
view of this close correlation, the one outlying data point (corres-
ponding to the result from pF*milton Ave.) 'my be ignored. That this
point is of dubious value is further indicated by the fact that three
Complex II data points from Hamilton Ave. fall on or very near the
equated curve.

The upper curve represents Complex II results from sweeping 10th
St only. Te decreasing trend of this curve substantiates that of the

lower curve, since both curves have a slope of -1/2. There is no ready
pbysical explanation for the displacement of the two curves. If such
differences as mass loading, hopper accumulation rate. surface rough-
ness, surface shape, operator skill, etc. were influencing, then the
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points defining the lover curve should have shown no correlation at all.
It can only be assumed that the displacement indicated by the K values
shown in Fig. 3.24 may vary 30 to 50 %. Within this range, however,
the present data demonstrates a reasonably predictable decrease in HC
value with an increase in unit effort.

It should be pointed out that the curves shown in Fig. 3.24
should not be extrapolated in either direction. Extending them to the
left results in unit effort values less than the minimum required for
complete surface coverage. Continuing the curves to the right approaches
prohibitive values of unit effort and unachievably small RC values. The
fact must also be emphasized that, in spite of the decrease in RC value
with the expenditure of time and effort, the dose to reclamation person-
nel continues to increase.

3.4 RADIATION CONTRIBUTIONS

An essential requirement of a reliable recovery planning procedure
is a method for predicting the radiation contribution of each component
to the overall radiation level within a potential target complex. With-
out this capability it becomes extremely difficult, if not impossible,
to make acceptable estimates of such important planning variables as:

a) Target shielding factor, S.
b) Overall recovery effectiveness, F.
c) Dose reduction factors, RN2 and RN3.

A simplified method for predicting contributions was devised in
1959 and used in Complex experiments I and II. Upon comparing the
predicted values with those derived experimentally, it was concluded
that, in spite of the apparent disagreement between a number of paired
contributions (predicted versus measured), the general trend of corres-
pondence demonstrated the prediction method to be basically sound. An
attempt was made, therefore, to improve upon this method and recheck
it against Complex III measurements.

3.4.1 Contribution Factors

In planning a recovery operation it is convenient to know the
individual radiation contributions of the various target components to
some common location usually near the center of the general working
area. For a perfectly circular complex area the calculation of contri-
butions to the center is relatively easy. Ignoring air absorption or
self-absorption, the radiation intensity I from a uniformly contaminated
area of radius r to a point at height h above the center is., according
to Evans,1 0
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r2

r h

where a = the total activity in curies
k - the intensity at unit distance from a unit amount of activity.

The concentration of activity q in curies/ft 2 is equal to a/xr 2 . Sub-
stituting xq for a/r 2 in Eq. 9 r2

I = nkq in (1 + -) (10)
h

The product kq in Eq. 10 is equal to the intensity I* at a unit
distance from a unit area. For uniform concentrations of contaminant
I* will be constant. Therefore, the ratio 1/1* will be proportional
to radiation contributions from the surroundings. This ratio is defined
as the contribution factor. Rewriting Eq. 10, the contribution factor
for a circular area becomes

2cf (circle) = In (1 + r)(l

For a circle having an area equal to that of the complex, the
radius r would equal 212 ft. Setting h equal to 3 ft, Eq. 31 may be
solved to give a value of 26.8 as the total contribution factor for
the equivalent circle.

In calculating the cf values for the target complex, Eq. 11 was
used for a circular area immediately surrounding the reference location,
station 19 in the middle of 10th St. This centrally located area is
designated as sector T6 in Fig. B.8 of the Appendix. Its diameter is
32 ft corresponding to the width of 10th St.

Contributions from sectors lying beyond this 32 ft circle were
computed from an approximate formula based on the inverse square
relation. That is, the contribution factor br a given sector of the
target was assumed to be nearly equal to the ratio of the sector area
A and the square of its distance d from the receiving point. Thus

cf (sector) : A/d 2  (12)

The contribution factors predicted by Eq. 11 and 12 do not contain
the effects of shielding from intervening materials. Therefore, in
the case of a target complex, it is necessary to correct the cf value
by a shielding reduction factor a. The shielded contribution factor
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cfs for a given radiation source then equals the product of a and cf.
Table 3.13 lists the various contribution factors predicted by the above
equations for all target components referred to station 19. Both the
unshielded (cf) and shielded (cfs) values are shown. More complete com-
putations for the individual target sectors comprising each target com-
ponent are given in Appendix E.

Appearing alongside each tabulated contribution factor computed
for Complex III is another value in parenthesis. The latter is taken
from Complex II calculations. Together they indicate differences result-
ing from several factors neither readily apparent from nor directly at-
tributed to Eq. 's 11 and 12. That is, the equations used were the same
in both experiments. But, physical improvements within the test target
area (see Section 2.2), more accurate measurements, and refined theore-
tical considerations combined to change the magnitude of the variables
used in the Complex III calculations.

For instance, comparison of the cf values shown in Table 3.13
reveals differences between pairs ranging from 13 to 34 % for the Plaza,
the Terrace, the lawns and the walks and planters. These significant
cf differences may be attributed almost entirely to comparable differ-
ences (14 to 38 %) in the estimates of A, the component area. In some
cases, the size of a given component was changed during test site im-
provements. In other cases, the 1962 topological survey showed Complex
II area estimates to be in error. The differences exhibited by the
eight remaining cf pairs tabulated are, in general, too small to corre-
late with any known discrepancies in the two variables of Eq. 12; namely,
area A and distance d.

It is of interest to note that the total cf value (25.95) shown
at the foot of Table 3.13 is within about 3 % of the value (26.8) cal-
culated earlier from Eq. I1. Such close agreement tends to justify the
use of the inverse square approximation given by Eq. 12 for sectors
beyond the central 32 ft circle at station 19.

In addition to discrepancies in area estimates between Complex II
and Complex III, Table 3.13 discloses an even stronger source of dis-
agreement, the shielding factor s. This is demonstrated by the differ-
ences in the paired cf, values listed. With the exception of l0th St,
where shielding was negligible, these differences ranged from 8 to 210 %.
In connection with the four components cited earlier, these differences
were due to the combined effects of area changes and shielding factor
changes. The latter, however, was almost totally responsible for those
differences exhibited by the remaining target components.
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SM 3.13

Predicted Contribution Mactors for Station 19, 10th St*

Component and Location of cf

Roofs
Bldg 570 0.3020 0.2949) 0.0544 0.1655)
Bldg 571 0.3970 0.4252) 0.0803 0.2359)
Bldg 572 0.3604 0.3712) 0.1465 0.w00l)
Bldg 573 0.4030 0.4199) 0.1111 0.2190.

Sub Totals 1.466 ( 1.511 ) 0.392 ( 0.820 )

Pavement
Hamilton Ave 0.3232 0.3118) 0.1198 0.0345)
l0th St 14.1375 14.1430) 14.1188 14.0918)
Plaza 1.2358 1.0715) 0.&456 0.4687)
Parking Strips 1.6570 1.6877) 1.4349 1.6837)
Sub Totals 17.354 (17.214) 16.319 (16.279)

Fields
hEst land 0.3130 (0.322) 0.2408 ( 0.3077)
Terrace 1.0300 1.389) 0.7228 1-o51)
Sub Totals 1.343 ( 1.657 ) 0.9a ( 1.315 )

Grounds
IAVns 4.0494 3.6161) 3.9303 (29480)
Walks and Planters 1.7421 1.1809) 1.3779 1.I08w3
Sub Totals 5.79 4.72 ) .308 ( 4.056 )

Grand Totals 25.95 (25.24 ) 22.98 (22.52 )
*6Contribution factors in parentheses are from Complex II calculations.
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The magnitude of the discrepancies between s values used in the
two experiments is illustrated in Fig. 3.25 by the prominent spacing be-
tween the shielding curves. The straight line, semi-log form of the
two broken curves vas dictated by the well known equation for simple
shielding, a - e•ux. The slope of these lines vas determined by two
half-thickness values taken from the 1957 edition of the Effects of
Nuclear Weapons. At the time of Complex II no better information vas
available. The balf-thicknesses selected were reported as approximate
values for gamma radiation from fission products. Since the average
photon energy of fissip proucts (after the first few hours) is campara-
ble to that of the Eal'K.-Ial' simulant employed during the experiment,
the half-thickness values were considered appropriate.

Unfortunately, the shielding curves as originally plotted and
used during Complex II showed a versus T in inches of shielding material.
In this form the two curves for wood and concrete appeared in a perfectly
logical relation to one angther. However, when s is plotted against
mass thickness r in lb/ft'(as in Fig. 3.25), the curves become immedi-
ately open to question. They reverse positions so that now, pound for
pound, wood appears to be a better shielding material than concrete.
Even if this is conceivable, special shielding measurements made after
Complex II further indicated that the curve for wood, at least, sloped
too steeply. The importance of this finding can only be appreciated
when it is realized that the wooden buildings accounted for most of the
shielding encountered in the target complex.

In order to approximate the curve fitting these measurements, a
build-up factor was introduced into the shielding equation. The solid
curve in Fig. 3.25 labeled Complex III, is the result. Contribution
factor calculations made no allovances for air absorption, self-absorp-
tion, terrain roughness or broad beam attenuation effects. However,
Complex III calculations reflect a scattering correction by virtue of
the build-up factor used in establishing the solid curve. Computational
details and associated theory used in the determination of this more
reliable curve are presented in Appendix F.

Another refinement, introduced to further improve contribution
factor predictions appears in Appendix G. This comprises a consistent
system for calculating effective shielding thicknesses in support of
the shielding curve developed in Appendix F.

3.4.2 Fractional Contributions

In order to gain a measure of confidence in the predicted cfg
factors listed in Table 3.13, it was necessary to make repeated radia-
tion surveys during the dispersal phase of the complex experiment. The

83



-MLE MPLX

97#4

MAFTHCN SS TIKESr( /F )

Big.~~ ~~ 3.5 C ViALUEnofSheig Ffect CuvsUeEN bann f
Values

L8l



dispersal operation followed the 14-step sequence shown in Table 3.14-.
Radiation readings were taken after each step at all 20 RAMS stations.
From these survey data it was then possible to derive factors indicative
of the actual contributions from the various target components.

Before comparing the above factors with predicted values, the
latter were adjusted for the non-uniform distribution of radioactivity
over the various target cornlex surfaces. This was accomplished by
multiplying the cfs values (predicted in Table 3.13) by the ratio:

, c/ft 2 measured unit activity

854 pc/ft2 average unit activity

so that (cfs)a = * (cfs) (13)

Table 3.14 lists the adjusted predicted contribution factors
(cf.)a and develops a means for comparing predicted and measured contri-
butions to station 19. A column-by-column explanation of the table
appears below:

Column 1 - cfe, the shielded contribution factor computed from Eqi. 11
and 12.

Column 2 - q, simulant concentration in gc/ft 2 as actually dispersed.
Column 3 - (cfs)a, adjusted value of cfe according to Eq. 13.
Column 4 - fps predicted fractional contribution, i.e., the ratio of the

individual contribution factor for a given surface to that
for the entire complex.

Column 5 - ep, percent error in f. values of column 4.
Column 6 - Eci, the decayr-corrected mr/hr intensity at the reference

location as affected by the cumulative contribution from
successively contaminated surfaces during dispersal.

Column 7 - Ai±, the incremental intensity ascribed to an individual sur-
face and equal to the difference between two successive values
of Eci in column 6.

Column 8 - fm, measured fractional contributions i.e., the ratio of an
individual Ai to the final Eci measured after completion of
dispersal.

Column 9 - e3 , percent error in fm values of column 8.

Near the bottom of the table, under columns 4 and 8, are shown the
grouped fractional contributions for the four surface types found in the
complex, namely: roofs, fields, grounds (lawns and beds) and paved area
(walks and parking strips, streets and Plaza).
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From the above development it is seen that any comparisons of
measured and predicted values depend on the fractional contribution f
rather than on the contribution factor cf. Although the latter is satis-
factory as a predicted value, its counterpart in the measured case can-
not be conveniently derived from the RAMS measurements of column 5. This
observed data can be readily expressed in terms of the fractional contri-
bution fm. By converting the adjusted cf. values to fp values, the frac-
tional contribution then becomes a common basis for comparison.

Ideally the paired fractional contributions of columns 4 and 8 in
Table 3.14 should equal each other. Obviously this is not the case.
Assuming (for the moment)* that the fm values are a true indication of
the actual fractional contributions, the discrepancies in the fp values
may be classed as shown in the table:

No. of fp Factor of Percent of
Values Difference Total

From fm Contributions

4 2.1 - 4.8 10.5
7 1.3 - 1.7 2D.5
3 1.04- 1.1o 69.0

The f values divide themselves into three classes according to whether
they liffer from their paired fm values by factors of more than 2, less
than 2, or nearly unity, i.e., almost equal to their respective fm values.
It is apparent that an inverse relationship exists between the size of
the discrepancies and their importance. That is, the most errant class
of f values comprice but a smll part of the total contribution; while
the least errant represents the major, hence, controlling portion of the
total contribution.

Figures 3.26 and 3.27 provide an even clearer indication of how
significant the differences between fp and f values really are. Plots
are shown for both the individual and grouped contributions taken from
Table 3.14. Referring to Fig. 3.26 for perfect agreement between pre-
dicted and observed values all points should fall on the 450 dashed line.
Except for the grounds (lawns and beds) of bldg. 571 and the Plaza, all
points follow the directional trend of the idealized line. Fortunately
the sum of the measured contributions from the two outlying points make
up barely 9 % of the total.

Obviously the points of greatest significance are the two repre-

senting 10th St. and the walks and parking strips. Together they

*T•at is, in spite of the percent errors shown in column 9.
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account for 77 $ of the total contribution to station 19. The 10th St
point, because of its nearness to the dashed line, indicates an especi-
ally close agreement between fp and fm coordinates. It is interesting
to note that the six points grouped in the lower left hand corner,
between fractional contributions of 10-3 to 10-2, comprise only about
4 % of the total contribution. They include all of the roofs plus
Hamilton Ave. and the East Field.

A plot of grouped fractional contributions (from the bottom of
Table 3.1) are shown in Fig. 3.27. Here the point pattern is more
closely confined to the dashed line than in the previous plot of Fig.
3.26. The compensation of errors accrued in the individual f and f
values is responsible. This is borne out by the entries in Table 3.1!
(coluins 5 and 9) which show the reduction in the percent error between
individual and grouped fractional contributions.

The foregoing demonstrates the improved reliability of the pre-
dicted results when the individual f values are combined according to
the four basic surface types found in the target complex. Grouping the
data in this way carries a special significance, since recovery planning
is also keyed to the combination of surface types, not to single target
components. For this reason, the strong trend shown by the point pat-
tern in Fig. 3.27 (and Fig. 3.26 as well) indicates that the method
employed for predicting contribution factors is sufficiently accurate
for recovery planning. Furthermore, comparison of these predictions
with those of Complex II represents a definite improvement.

3.4.3 Analysis of Error

Estimates of the percent error in the predicted and measured f
values are given in columns 5 and 9 of Table 3.14-. The errors in a num-
ber of cases are quite large due to the cumulative effects of specific
errors in the variables involved. For instance, fp ic a function of at
least six variables, each of which is a source of error. It can be
shown statistically that ep (the percent error in fp) is proportional
to the square root of the sum of the squares of the relative errors in
these variable. Of these relative errors, that associated with the
shielding factor s was found to be controlling. On the average this
one source of error was responsible for 98 % of the collective effeet
ascribed to the six relative errors investigated.

The percent error em in the measured fractional contribution fm
was also the result of additive effects. From Table 3.14 it is apparent
that each fm was determined from the difference &I between two successive
RAWS readings. Therefore a given ea is proportional to the square root
of the sum of the squares of the errors (not relative errors) in these
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dose rate readings. In calculating a relative error of 20 % was as-
sumed for all RAS readings. This was based on RMI instrument calibra-
tions and performance informtion.*

Comparing the two kinds of error term in Table 3.14, ep values
axe generally much less then em values. For three of the four sets of
roof values the situation is reversed. These exceptions are probably
caused by the greater reduction in potential roof contributions due to
shielding (see Table 3.13). Increased shielding is signified by a de-
crease in the shielding factor s. But the relative error in s and,
hence, the percent error ep increases as s decreases. Therefore, the
percent error for roofs tends to be larger than for the other components
in direct proportion to the increased shielding.

Grouping the percent errors, as shown at the bottom of Table 3.14
reduces the differences among ep's and eO's. Differences between paired
ep and em values also decrease iarkedly. As noted earlier these grouped
estimates are smaller than in the individual cases because of ccopensat-
ing effects among error terms.

*See ReHf. I for explanation of MW performance characteristics.
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CIUM 4

CONCILUSION AiD AECNDW1•TIOU

4.I CONCLUSIONS

As indicated in Section 1.1 of the'introduction, Complex III is the
culmination of a series of three Target Complex experiments. The test
series has been a unique undertaking considering the full scale propor-
tions of each experiment, the mass production and dispersal of ton quan-
tities of fallout simulant, the realism and success of the recovery
operations performed and the overall planning and technical requirements
leading to the final achievement of the test objectives.

The results of each succeeding complex experiment has borne out,
amplified or added to the findings of the previous experiment(s). Taken
together, the three tests have demonstrated two very important axioms;
(1) Radiological recovery of a target complex can be an accomplished fact
requiring no unusual or exotic tools, (2) The performnce of a safe re-
covery operation (within prescribed dose limits) is assured by following
a definite schedule based on a radiological recovery planning procedure.

The specific conclusions related to this final test in the series,
Complex III, are enumerated below:

1. Support functions such as emptying sweeper hoppers, filling
flusher tanks, and setting up, moving and rolling up firehosing equipment
account for at least 1/5 of the total working time allotted to these
recovery methods.

2. For disposal sites located more than 3 miles from a given target
complex, the time required in hauling spoil becomes controlling in a soil
removal operation.

3. In a built-up area similar to the test target complex, a soil
removal operation my be expected to account for half the total recovery
effort.
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4. Predictions of the overall recovery time and recovery effort
should be multiplied by a correction factor of 1.1 to compensate for the
optimism which consistently colors the various reclemation time estimates.

5. 3stinates of expected reclamation times based on iso3ated tests
of individual methods must be upgraded in accordance with full-scale
operational-recovery data when plnning the recovery of a target complex.

6. From the standpoint of support time required: street sweeping,
street flushing, firehosing roofs and hauling spoil are the least effi-
cient methods; motor grading, loading spoil, shoveling sod, sweeping
valks and rototilling are the most efficient; tractor scraping is inter-
mediate.

7. Although the migration and redistribution of fallout simulant
by winds during the weathering phese my reduce the radiation levels by
1/3 or more, in general, the bulk of the fallout material still can be
expected to remain within the confines of the immediate area.

8. The effects of weathering upon radiation levels in exposed
areas (roofs and grounds) are resisted by surface irregularities in
texture and configuration and by obstructions such as curbs, fences and
buildings.

9. Reduction of radiation levels indoors is improved by paved sur-
roundings which encourage increased weathering effects.

10. For wind velocities no greater than those observed during the
weathering pbase, the ultimate removal of redistributed fallout material
must be achieved by the recovery effort.

11. The combined effects of weathering and recovery my reduce the
general radiation level in a built-up area as much as 97 %.

12. The alculation of a recovery dose reduction factor, 2j, from
a particular dose rate history must take into account the cuanlative
target recovery effectiveness, Fn (in addition to target shielding fac-
tor and reclmation coefficient).

13. Reclamation coefficients are a function of the method-surface
combination. Toga are also dependent upon reclmation effectiveness aad
equipment shielding.

1A. To date, reclamation coefficients for a given method-surface
combination are quite variant fro one complex recovery operation to
another and from one target component to another.
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15. For street sweeping, reclamation coefficients display a trend
that is inversely proportional to the square root of the unit effort.

16. Because of the strong correlation between predicted and measured
values, the improved method for predicting contribution factors can be
used for recovery planning purposes.

17. Conventional street cleaning, fire fighting and construction
equipment represent an available (but not the ultimate) means for achiev-
ing the effective recovery of a target complex.

18. The approach used in the operational recovery and the planning
factors obtained are applicable to residential installations having geo-
metry and shielding characteristics comparable to the test complex.

19. Application of Complex III results to industrial facilities may
be quite limited in view of the difficulties anticipated in predicting
contribution factors for such a target.

4.2 RECOMMENDATIONS

The following investigations are recommended:

1. Conduct firehosing tests on tar and gravel surfaces to improve
the reclamation performance with respect to improved effectiveness and
reduced support time.

2. Determine the feasibility of reclaiming lawn areas with sod
cutting machines and measure the performance characteristics.

3. Formulate a recovery planning procedure for an industrial
target complex experiment.

4. Develop and test an aerial dispersal system capable of more
realistic distribution of fallout simulant over target surfaces.

5. Conduct a target complex experiment on a more heavily con-
structed facility representative of light industrial and/or outlying
business districts.

In addition it is recommended that a series of tests be performed
on typical full-sized target components for the purpose of:

1. Obtaining time-and-motion data which will establish relationships
betweenproductive effort and the various forms of support effort; thereby
improving future estimates of expected reclamation times.
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2. Construacting accurate reclunation dose-rate histories in order
to derive more precise reclamation coefficients (RC) and to further
study the dependency of RC values upon unit effort and fallout mass
loadin .

3. Measuring the dose rate reduction and fallout removel capabili-

ties of veathering due to rains and high velocity winds.

4. Observing weathering effects during aerial dispersal.

5. Detecting adverse effects of a non-visual siaulant on reclama-
tion performance.

6. Obtaining better contribution factor estimates.
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APPMDC A

SZIZC OU OF FALCWT EVENT

The Camp Parks complex experiments were the first large-scale tests
wherein the sand-simulant particle size ranges and distributions were
held reasonably constant. This stable condition made it possible to use
the Miller fallout model 3 to describe a typical fallout event (for the
observed test particle sizes) in terms of weapon yield, distance down-
wind, standard intensityy, and mass loading. The results are shown in
Table 2.1 of Chapter 2.

In general, the technique for selecting a fallout event consists
of matching a histogram of observed particle sizes to a family of fall-
out model curves* for the assumed weapon yield. The histogram, Fig. A.1,
of particle sizes indicated that the sand dispersed for this experiment
contained particles between 150 and 350 1A. The standard intensity curves
bracket the particle sizes presumed to accompany a 14MT burst for various
distances downwind. At the peak intensity of approximately 2700 r/hr,
the predicted fallout particle size range (150 to 300 p) includes 86.8 %
(by weight) of the test sand.

From the fallout model, curves mas be constructed showing the rela-
tion between downwind distance and particle size for different weapon
yields. Figure A.2 shows the curves for the lower and upper particle
size limits associated with a 1-MT detonation. Projecting the 150 and
300 p values vertically, they are seen to intersect the curves at a
couon distance reading of 1.75 x 105 ft, or about 33 miles. This, then,
is the predicted distance from ground zero where the peak standard inten-
sity of 2700 r/hr should occur.

One of the more important fallout conditions is thal of mass load-
ing, i.e., the concentration of fallout material in g/ft . This mass
loading is proportional to the standard intensity and is determined from
the mass contour ratio. According to Miller, this ratio is approximately
33 mg/ft 2 for every r/hr of standard intensity. Thus the mass level M

*The method for developing these curves is given in Reference 11.
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equals the product of the standard lntensity Is and the mss contour
ratio. For this experiment

X - 2700 r/hr x (0.033 /ft 2 )/r/br

9 0 go g/ft2

which vas the nominal loading dispersed.
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APPiDI I

CONTRIBUTION FACTOR CAUORA!ONIS

To avoid complex column headings in Tables B-1 through 3-5, the

columns are numbered according to the following key:

1 A, sector area (ft 2 ) - see Appendix B.

2 d4, apparent distance between reference location and centroid
of contributing sector (ft) - see Appendix B.

3 cf, unshielded contribution factor - A/d%2

4 Ts mass thickness of shielding material between reference loch-
tion, station 19, and centroid of contributing sector (3b./ft9)-
see Appendix G.

5 s, shielding reduction factor (Fig. 3.25.) - see Appendix F.

6 cfs, shielded contribution factor - of x s.

7 E cfs, subtotal and total contribution factors.
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TABLE E.1

Contribution Factors - Paved Areas - Station 19

1 2 3 4 5 6 7
A as oftI

App, 3 A 3 App. 0 7a. 3.25 ( ;) z V

Hamilton H-1 3420 18 .1010 io3+ 0 0
2 611 190 .0169 19 .75 .0127
3 1767 180 .0545 0 1.0 .0545

2240 188 .o634 282 .65 .0412
5 2020 216 .0433 102 .13 .0056
6 2850 265 .0"6 io2 .13 .0053
7 320 301 .0035 102 .13 .0005 .1198

10th St. T-i 416 155 .0173 0 1.0 .0173
2 1025 133 .0580 0 1.0 .0580
3 1216 98 1265 0 1.0 .1265
4 1025 63 .2582 0 1.0 .2582
5 992 32 .9675 0 1.0 .9675
6 1057 - 11.2160 0 1.0 3.216o
7 1025 33 .9406 0 1.0 .94o6
8 1025 65 .2430 . 0 1.0 .2430
9 704 92 .0832 0 1.0 .0832

10 1025 19 .o724 0 1.0 .0724
11 863 149 .0389 0 1.0 .0389
12 286 170 .0099 0 1.0 .0099
13 198 174 .0065 0 1.0 .oo65
14 1025 172 .0347 0 1.0 .0347
15 1025 180 .0316 19 .75 .0237
16 U82 196 .0308 25 .68 .0209
17 96 202 .0024 31 .61 .0015 14,.z.1.88

Plaza P-1 2210 166 .0802 125 .o685 .0055
2 2100 121 .1434 28 .65 .0932
3 2100 105 .1905 6 .916 .1745
4 2100 131 .125 125 .o685 .0084
5 1170 169 .0410 125 .0685 .0028
6 660 204 .0159 125 .0685 .0011
7 900 185 .o263 125 .0685 .0018
8 1740 158 .0698 41 .504 .0352
9 1800 137 .0960 0 1.0 .0960

10 900 137 .0o80 1.0 .98 .0470
11 1800 150 .0800 125 .0685 .0055
12 840 174 .0278 125 .685 .0019
13 3160 210 .0716 125 .0685 .0049
14 316o 176 .1021 0 1.0 .1021
15 1424 162 .0539 41 .5M4 .0272
16 2590 239 .0453 38 .535 .0244
17 588 208 .0136 0 1.0 .0136
18 578 270 .0079 125 .0685 .0005

.6456

Parking Stps. D-1 65o 54 .2230 0 1.0 .2230
2 650 3D .7220 0 1.0 .7220
3 380 119 .0269 0 1.0 .02S9
4 1950 19 .0878 41 .504 .0443
5 145 127 .0648 125 .0685 .0044
6 m 12 .13.1 7 .236 .0286

"22 2 o 1.o .2699
101 1.0 .o139

9 4418 136 .07 225 A085 .0019
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TABLE E.2

Contribution Factors - Roofs and Land Areas - Station 19

1 2 3 4 5 6 7

A & It a of z or,

314. 570 A 884 132 .0506 134 .o545 .0o02
B 910 101 .0885 100 .18 .0113
C 910 74 .1630 73 .247 .0o03

Bldg. 571 A 832 6 .205 68 .280 .0574
D 91 86 .2 96 .1.2 .0173
c 960 117 .070 119 .0795 .oo56 .0803

Bldg. 572 A 936 121 .064 71 .260 .o66
S 884 356 .0377

a 8814 66 194 :14 .475 .0922 .. 688• .• o9 .i,165

33is . 573 A' 1008 75 .162 54 .32 .o619
A" 1023 100 .097 67 .28B4 .0275
S1770 .9 82 .200 .0180
C 203o 192 .o• .0685 .0037

Vmi

Twrao T-1 1250 156 . 114 27 .67 .0344
2 870 147 .23 27 .67 .0270

30 1 .204 27 .67 .1367
1760 109 .138 0 1.0 .iQ

5 2550 109 .215 0 1.0 .21506 3070 131 .179 58 35 .062

7 3120 172 .06 .0572

9 2450 269 O.031 58 .35 .O719

But roa 3-1 2o00 253 .0375 .1475 .0178
2 5110 172 .0183 .95 .01714
. 20D 179 .0069 .89 .0061

3390 229 .67 1.o .o647
5 3390 230 .0611 0 1.0 .0641
6 614 203 .0155 j13. 0 0
7 160 .0, .,212

LA 124 1 0175 10 .0,153
9 1390 2 .0254 28 .62 .0157

20 2130 .0325 35 .56 .0o82
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TARLE E. 4

Contribution Factors - Planter Beds - Station 19

1 a 3 4 5 6 7

A o of I a ore ZE fe

App. 3 App. 3 / App. 0 V,. 3.25 (® E

Bl.dg 570 0-1 70 3 .o40 103+ 0 0
2 70 106 .0062 1o3+ 0 0
3 70 77 .o18o i.o3+ 0 0

40 57 .0123 1o3+ 0 0
5 39 62 .010. 0 1.0 .0101
6 24 77 .0040 102 .13 .0005
7 36 93 .0042 102.3 0006
8 38 ill .0031 125 .085 .0002
9 21 148 .0010 103+ 0 0

10 65 149 .o0030 63+ 0 0
.01114

Bldg. 571 1-1 62 50 .0248 0 1.0 .0248
2 65 69 .0137 0 1.0 .0137
3 68 91 .0082 0 1.0 .0082
14 42 121 .0028 0 1.0 .0028
5 26 1314 .00114 103+ 0 0
6 17 133 .0010 103+ 0 0
7 29 no .002o4 10+ 0 0
8 29 89 .0037 o63+ 0 0
9 26 74 .0047 63 .312 .0015

.0510

Bldg. 572 2-1 39 138 .0020 25 .62 .0012
2 34 26 .0021 0 1.0 .0021
3 514 101 .0053 0 1.0 .0053
4 56 73 .o005 0 1.0 .0105
5 48 53 .0171 0 1.0 .0171
6 60 77 .0101 19 .75 •0076
7 54 94 .0061 28 .65 .0040
8 54 114 .0042 33 .59 .0025
9 34 134 .0019 38 .535 .0010

.0513

RUg. 573 3-1 46 614 .03 0 1.0 .0o3
2 50 63 N 0 1.0 .0126
3 51 91 .0062 0 1.0 .0062
4 32 102 .0031 0 1.0 .0031
5 45 1514 .0019 19 .75 .001o4
6 119 172 .0040 19 .75 .0030
7 119 205 .0028 19 .75 .0021
8 62 2214 .0012 63 .312 .0004
9 82 2114 .0018 103+ 0 0

10 85 183 .0025 o0 3+ 0 0
U 85 no .oo7o 19 .75 .=o56
12 83 87 .03o0 19 .75 .0083
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TAML E.5

Contribution Factors - Lawns - Station 19

1 2 3 4 5 6 7

A d of 1e Z of,

App. 3 App. 3 1! APP. 0 F1g. 3.95 (j) x (D

Bldg. 570 W-1 760 146 .0357 11 .85 .0303
2 760 107 .0664 104+ 0 0
3 513 70 .1050 io3+ 0 0
14 703 39 .160 19 .75 .34.65
5 608 58 .1807 0 1.0 .1807
6 703 85 .097' 8 .89 .A867
7 8514 110 .0706 02 .13 .0092
8 624 .0030
9 73 6 68 .0078 .6642

DIU . 571 LU-1 513 20 1.281 0 1.0 1.281
2 475 39 .326 0 1.0 .326
3 513 61 1 0 1. .138
4 532 91 0 10. .064

Bldg. 572 L2-1 528 160 .0206 8 .89 .0183
2 429 14.8 .o091 14 .81 .0159
3 527 149. .0237 0 1.0 0237
4 260 124 .0169 0 1.0 .0169
5 36)4 97 .0387 0 1.0 .0387
6 351 68 .0775 0 1.0 .0775
7 325 145 .160o4 0 1.0 .160 ..65114

Mldg. 573 L3-1 250 71 .0497 0 1.0 .049,7
2 500 18 .2170 0 1.0 .2170

390 34 .338o 0 1.0 .3380
390 57 .1200 0 1.0 .1200

5 390 84 .0554 0 1.0 .0554
6 558 is8 .03141 19 .75 o0256
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APPUIDI 7

DUNMZOIATO OIF 011 AHP A CUIRVE

In Section 3.1..1 of Cbapter 3 It wa explained vwh the shielding
curves used in Ccmplex II for wood and concrete were considered to be
no longer suitable. They were constructed from a bare minimm of perti-
nent infomation - all that was then available. And, they were later
found not to agree satisfactorily with the special shielding measure-
ments made in connection with Comlex MII.

At the close of the Complex MI experiment, Lee and mnnert of
USNED conducted a series of shielding measurements within the target
complex area. The basic data consisted.of dosp rate readings taken at
station 19. The radiation source, a D Au capsule, was moved to
specific locations so as to cover the range of possible shielding thick-
nesses existing in the colex. For a given distance between source and
detector, the ratio of a shielded reading (from within the co~len) to
an unshielded reading (from the instrument calibration range) provided
an estimate of s, the shielding (reduction) factor. P' colmputing the
corresponding mass thicknesses according to the method described in
Appendix G, it was possible to obtain the s versus r plot shown In
Fig. F.1.

Superimposed on this plot are three shielding curves. The lower
curve, shown as a dashed line, is the Complex nI curve for vood, which
appeared earlier in FIg. 3.25. The equation of this straight line on a
sei-log plot may be expressed as

a- a/oa - e-(1

where I - the incident intensity from a collited source
I - the emergent intensity
c - the moss absorption coefficient
c- - the nmaer of mean free paths

Although quite soattered, the plotted points of Fig. 1.1 Indicate
a trend which lies to the right co the dashed curve representing eq•a-
tion 7-1. Since it ms desired to refine the contribution calculations
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for ComplAx 1II, a curve hich mane nearly fit the s and y data was re-
quired. The obvious approach was to correct S. 7-1 for the effects of
multiple scattering b1 introducing a build-up factor B. That iL, the
eq•ation for simple shielding should read

5 - . •"r (F-2)

Unfortunately B is not a constant. It varies vith the dens1*r of
the shielding materials the energ of the source and according to the
number of man free paths (mfp) Indicated by the exponent c-r. A complete
army of building up factors are available from the work of Goldstein
and Wilkins..2 l Their tabulations nclude B values for aluminum,, ater
end iron - three substances having msss absorption coefficients repre-
sentative of building materials. By using these values It was possible
to plot a family of curves relating B-1* to photon energy It for four
separate multiples of mfp as shown in Fig. 1.2.

Cross plots from these curves at v constant energy of 0.83 Mev (the
approxtmste mean photon energy for Bsl°-Ia)1!0) were then constructed to
obtain the relationship between build-up factor and the product cT.
Figure 1.3 gives the results as three curves; one for wvter, one for
aluminum and one for iron. Note that the curves are extrapolated for all
values of cv < 1.

It must be pointed out that the concept of build-up factor assumes
both source and detector are Imersed in a 4s homogeneous medium. The
plysical arrangements interest here concerns a seti-infinite -medium.
This meas that B values from Fig. 1.3 must be converted to a 2x geometry
consistent with an above ground source-detector sWstan in air.

Mhe simplest equation for build-up factor in an infinite medium
asumes B - 1 + b, when b depends upon energy and afp. If B' equals
the build-up factor in a seai-infinite medium, it my be expressed as
1 + kb, where k is a constant. Then

B 1 + k(B-1) (-3)

ISince the term 3-1 Zonsistently appears in nearly all the equations of
this dav•lopont, plotting it (instead of B) against cr vs moe
expedient.
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The constant k appearing in the above equation may be estimated
from the experimental intensities that Lee and Rinnert measured at
various distances in air from an unshielded Bl 4 O-I&140 source. The
measured intensities Im are represented mathematically as

I. "r B' (e'c/d 2 ) ("-4)

where d is the distance between source and detector and ku is the source
intensity at unit distance. Rewriting Eq. F-4 becomes

IBI = Imd2 eCT = Y (F-5)

Using the above mentioned data, it was possible to solve the equa-
tion for Y over a range of source-to-detector distances. The stepwise
solution is given in Table F.1. A plot of the resultant Y values
against corresponding cT values is shown in Fig. F.4. The equation of
the least squares fit of a straight line to this plot is

Y = 827 + 627 cT (F-6)

where 827 = Yo, the Y intercept, at a cT value of zero. Under this
condition BI is unity, since d is so small that any build-up due to
scattering is negligible. Therefore, from Eq,. F-5, ku = Yo (at cT = O).
Eliminating Y between Eqs. F-5 and F-6 and dividing through by Yo = 827

ý--= Y - BI = 1 + 0.757 cT (F-7)
Yo Iu

Setting this equal to Eq. F-3

k (B-1) = 0.757 cT

or
k = 0.757 cT/(B-l) (F-8)

At this point it my not be clear why it is necessary to find k
and solve Eq. F-3 for B' when Eq. 7-7 already offers a direct solution.
The latter expression was derived from data restricted to cT values
equal to or less than 1.0. In this region the curve of B' versus cT is
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Mk= F7.1

Calculation of Y From Unshielded Measurements of Gamma Intensities

1 2 3 4 5 6
d* d2 cT" e•cT I.* Y

(ft) (:103 ft2) 
,. (mr/hz!) 4 /)ý rObserved 012 (l /367 e j Observed

4o 1.6 0.109 1.115 513 940
50 2.5 o.136 1.146 314 900
60 3.6 o.164 1.178 212 900
70 4.9 0.191 1.210 157 930
80 6.4 0.218 1.244 117 930
0oo 10.4 0.272 1.312 79 1080

120 14.4 0.327 1.387 53 1060
14o 19.6 0.382 1.465 38 1090
160 25.6 o.431 1.547 28 1l10
180 32.4 o.491 1.634 21 1110
2o0 40.0 0.545 1.725 17 1170
230 52.9 o.627 1.870 12 1190
260 67.6 0.708 2.03 9.3 1280
300 90.0 o.818 2.27 6.5 1330

* Basic data collected by Lee and Rinnert.

•cr, the number of mfp's is based on an air mass absorption coefficient
of 0.341 ft 2 /1b and an air density of 0.080 lb/ft 3 .
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a relatively straight line. Since B' is known to be a function of den-
sity as embodied in the product cT, it is unlikely that the curve would
continue as a straight line. Therefore Eq. 1-7 is not suitable as a
general expression of B', and Eq. P-3 is preferred.

From Eq. F-8 it was possible to estimate an average value of k.
This together with the build-up factors available let Eq. F-3 give B'
values for a number of materials - water, aluminum and iron in particular.
Reference 12 does not include build-up factors for air. Therefore, the
solution to Eq. F-8 must rely upon the substitution of B values computed
for water, a substance having a relatively low Z number. Taking B values
from the upper curve in Fig. P.3 over the range 0 < CT < 1, Eq. F-8 gives
an average value of k equal to 0.67. Thus Eq. F-3 becomes

B, 1 + 0.67 (B-1) (F-9)

or B' = 0.67 B + 0.33

Columns 1 through 4 of Table 1.2 present a solution to Eq. 1-9 for four
arbitrary values of ci. The curves of Fig. F.3 were used again for
obtaining necessary B values as input data.

The remaining columns of Table F.2 represent a solution to the
shielding equation

s = B' e-cr (P-10)

where BI has been substituted for B in Eq. F-2. By dividing the ci
values by the respective mass absorption coefficient c given in the
table, the mass thicknesses shown in column 5 were obtained. Columns
6 and 7 complete the solution.

A graph of the resultant s values (in column 7) versus the T values
(in column 5) is shown in Fig. F.1 by the solid line. This curve appears
to provide a better fit to the data points than the dashed curve described
by Eq. P-1. The effect of introducing the build-up factor into Eq. P-1
is obvious from the relative position of the two curves.

The uppermost curve appearing in Fig. F.1 is that derived by Spencerl 3*
for concrete and 1 Mev gamm energy. It is based on a far more sophis-
ticated approach** than the approximate method just described in this

* See Fig. 22.1, page 17 of Reference 10.
**Spencer used the moments method, and assumed an infinite water medium

and a plane perpendicular source.
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TABLE F..2

Calculations of B' and s for Arbitrary Values
of cT and T

1 2 3 4 5 6 7

CT B .676 B' ir e CTr ,
No. of mfp Fig. F.3 .67(2) + o.33 0)/c e0 ()Ox

Water ( c o0.0380 ft 2/lb)

1 2.24 1.50 1.83 26.3 .368 .674
2 4.05 2.72 3.05 52.6 .135 .412
3 6.50 4.36 4.69 78.9 .0497 .233
4 9.50 6.37 6.70 105.2 .0182 .122

Aluminum (C = 0.0330 ft 2/lb)

1 2.12 1.42 1.75 30.3 .368 &4
2 3.50 2.35 2.68 66.6 .135 .361
3 5.25 3.52 3.85 90.9 .0497 .191
4 7.30 4.80 5.13 121.2 .0182 .093

Iron (c = 0.0323 ft 2/b)

1 1.89 1.27 1.60 31.0 .368 .589
2 2.98 2.00 2.33 62.0 .135 .314
3 4.18 2.80 3.13 93.0 0.487 .155
4 5.50 3.69 4.02 124.0 .0182 .073
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appendix. Nevertheless, the curves are nealy parallel over their
entire length. This relstively constant displacement is probably caused
by terrain and geometry factors and differences in source configuration.
The agreement in slope and form, however, is interesting in view of the
totally divorced avenues of approach employed in the curves' derivations.
Because of this agreement and the reasonable proximity of data points,
it may be concluded that the water-aluminum-iron curve is suited for
its intended use. In addition, this same curve may be assumed to rep-
resent other materials having a relatively low Z number such as concrete,
earth, glass, wood., copper, etc.

It should be pointed out that the solid curve presented previously
in Fig. 3.25 is not the same as its counterpart in Fig. F.l. The former
curve is the result of an earlier derivation based on an average photon
energy of 0.7 Mev. The more correct value of 0.83 Mev was determined
later. However, this earlier curve was used in the contribution factor
calculations. Fortunately the two curves do not differ significantly,
except for large values of mass thickness. For instance, at T values in
excess of 100 lb/ft2 , s values differ by 10 % or more. This might account,
to some degree, for the size of the errors (ep) in the predicted frac-
tional contributions (f ) reported in Section 3.4. These errors, it will
be recalled, were attriiuted largely to the shielding factors.
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APPDIDL G

SYSTMTIC CWLQJIATICIS FOR MASS THCKNESS

It is evident from Appendix E that meaningful contribution factor
calculations must include a correction to account for the inherent shield-
ing properties of the buildings vithin the target complex. The approach
used D make these shielding corrections was first to find the effective
mass thickness of all the intervening shields between a particular con-
tributing source and some arbitrary receiving location. Then, from
Fig. 3.25 the corresponding shielding reduction factor was determined.

Before presenting the detailed and systematic solution to the above
problem, it should be clear whvat is meant by the concept of mass thick-
ness. For the purposes of this report, the apparent mass thickness, r,
of a given material is simply the product of its density, p, and the
thickness, t; where t is measured normal to the surface. Since the den-
sity for a given material is a constant, mass thickness T is always pro-
portional to linear thickness t. Keeping consistent units in the above
product, T will be in pounds (mass) per unit area (Tbs/ft 2 ).

Mass thickness is a convenient quantity for two reasons, namely:

(1) The weights of structural materials in lb/ft 2 are available in
architectural handbooks .*

(2) A plot of shielding protection factors versus mass thickness
for aey number of ccomon construction materials (wood, earth, concrete,
aluminum, copper and steel) results in essentially one curve at each
energ level.

The various building elements (roofs, floors, walls, and parti-
tions) constituting shielding in the target complex are randomly oriented
with respect to some arbitrary receiving point. Consider a simple

*See 2. W. Cannon's Building Materials Commonly used in Existing Urban
Buildings in the United States, (8 Jan 1958, PROJECT CIVIL, Institute
of Engineering Research, University of California) for typical mass
thickness values.
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shielding situation created by the free standing vall shown in Fig. 0.1.
For this and subsequent examples the following definitions and relation-
ships apply:

T - minimum mass thickness
Te = effective mass thickness
t a minimum thickness of shielding material

ta =any slant thickness in a horizontal plane
te- effective thickness (a true slant thickness)
h- height differential between contributing source and receiver

da horizontal distance between source and receiver
1 = that line (normal to a wall) acting as the leg of a horizontally

oriented right triangle having de as a hypotenuse.

From Fig. G.1 it is apparent that the line-of-sight radiation path
between a contributing source and the receiver will be oriented obliquely
with a given shielding element. As a result, the incident radiation
must traverse the building elements over an effective thickness, te,
which exceeds the minimum thickness, t. Therefore, the effective mass
thickness, which is proportional to te, will usually exceed the handbook
value.

By definition T = pt, where density p may be considered a constant
of proportionality. Thus Te = p te. Eliminating p between these two
expressions gives

te
Te = T - (0-1)

In essence, then, determination of a true or effective mass thick-
ness requires finding the effective thickness te along the line-of-sight
radiation path. A systematic method for obtaining te (and, hence, Te)
for a number of shielding situations is demonstrated in the following
figures and tables.

For horizontally oriented shields, such as roofs (as found in the
target complex) and floors, the situation is as pictured in Fig. G.2.
From the right triangles involved it is evident that

te = t csc a (G-2)

In the case of vertically oriented shields it is necessary to dif-
ferentiate between walls and partitions as follows:
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Fig. G.1 Example of Simple Shielding in the Oblique Direction
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RECEIVER (FLOOR CASE)

AhFl

ROOF orFLOOR
SOURCE (FLOOR CASE)

RECEIVER (ROOF CASE)

Fig. G.2 Horizontal•y Oriented Shielding Elements
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Exterior vall - the building element, other than a roof or
floor, between the source and receiver that acts as a shield.

Interior wall - any shielding element between the source and
receiver that is parallel to the relevant exterior wall.

Partition - a vertical shielding surface between the source
and receiver that is positioned at 900 with an exterior wall.

The distinction is clearly shown in Fig. G.3. Here the element labeled
wall could be either interior or exterior.

From the right triangles of Fi. G.3 appropriate expressions my

be derived for the effective thickness te.

For walls:

t - t sec 0

and te - ta seca

thus te = t secp secea (G-3)

For partitions:
ts - t csc P

and te - ta sec a
thus te = t csc P sec a (G-4)

By substituting Eq. G-2, 0-3 or G-4 for te into Eq. G-1, ve will
find the relationships between the minimum mass thickness and the effec-
tive msss thickness for three basic shielding situations.

Roof and Floor:

re - T csc 1, (G-5)

Wall:
re = T sec P sec (G-6)

Partition:

Te - T csc P sec a (0-7)
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Fig. 0.3 Vertically Oriented Shielding Elements

157



The following example demonstrates the computational steps required.
It is desired to find the effective mous thicknesses between roof sec-
tions A, B., and C of Bldg. 570 as the source and Station 19 as the re-
ceiver. From the layouts and elevation data given in Appendix B the
folloviag table may be constructed.

Source Location Ab (ft) da(ft) 1 (ft)

Bldg. 570 - Roof A 6.6 132 53
Bldg. 570 - Roof B 6.6 101 53
Bldg. 570 - Roof C 6.6 74 53

From the right triangles bounded by &hs, da and 1 (refer to Fig. G.1, G.2
and G.3) the required trigonometric functions of angles a and 0 are de-
termined. These are tabled below.

Source Location cosc sec a sece cac p

Bldg. 570 - Roof A 20.oo 1.00 2.49 1.09
Bldg. 570 - Roof B 15.34 1.00 1.41 1.17
Bldg. 570 - Roof C 11.27 1.00 1.40 1.43

Required minium mass thickness values taken from the Cannon Report give:

"1 (roof) - 6.1 lbs/ft2
" (Vall) - 3.3 lbs/ft 2

, partn) - 37 lb/ft2

Using Fqs. G-5, G-60 and G-7 and the values in the above table, the
following effective rase thickness values result:

Source Location r. (root) e (all) Te (partn) - (total)

Bldg. 570 122 lbs/ft 2  8.0 lbs/ft 2  4.o Thu/ft2  134 1le/ft 2

RoofA 2  2 2
Bldg. 570 94 lls/ft 6.o ib,/ft lbs lbs/ft

Roof B
Bldg. 570 68.3 lbs/ft 2  4.7 lbs/ft 2  - 73 lbs/ft 2

Roof C

These are identical to those shown in column 4 of Table E.2 in the con-
tribution factor calculations. It is now simply a mtter of reading the
corresponding shielding factors for each of the three roof segments from
the curve in Fig. 3.32 or, more correctly, Fig. F.1.
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